V302C

m OWNER'S MANUAL

The User Manual contains important safety information and instructions. Please carefully read it before operating
the motorcycle. This User Manual is considered as a permanent component of the motorcycle and shall be
delivered with the motorcycle when the motorcycle is resold or transferred.




FORWARD

Respected user:
Sincerely thank you for choosing the V302C two-wheeled riding motorcycle designed and produced by our
company! This model is developed and produced by our company based on advanced technology and
avant-garde design concepts at home and abroad. We hope that it can bring you a safe driving process and
a comfortable driving experience!
Before you drive the motorcycle, please fully read the regulations and requirements in this practical
manual!
This manual outlines the repair and maintenance of this motorcycle, please operate according to the
regulations of this manual!
The company has specialized technical maintenance personnel and maintenance department, which can
provide you with good technical maintenance service support!
The company has always pursued the service tenet of "making consumers more satisfied", and
continuously improved product quality and performance, which may cause changes in appearance, color
and structure, which may cause inconsistencies with this manual. Please understand. The pictures in this
manual are for reference only, and the actual product shall prevail.

Thanks again for your attention and trust



IMPORTANT NOTICE

When operating and driving the vehicle, please operate in accordance with the provisions of this
instruction manual, and strictly abide by the national and local traffic laws and regulations, and always pay

m attention to your personal safety!
This maintenance manual is one of the necessary accessories of this vehicle. When the vehicle is sold to

others, please attach it with the vehicle.
Danger/Warning/Note

Please read the contents of this manual and keep in mind it.
ADanger:

The items suggested here are related to the personal safety of the driver. It may result in injury if ignoring

them.

& Warning:
The items suggested here indicate the relevant operating precautions, so as not to damage the motorcycle.

DNote:
The items suggested here are specialized explanations for the convenience of maintenance or to make
important explanations clearer.
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l. User notice

1.1Safety instructions.
For your personal and vehicle safety, please abide by the following six regulations:
D+ Wear all kinds of protective equipment correctly.

Riding protective equipment includes safety helmets, goggles, knee pads, elbow pads and gloves. Wearing protective
equipment can greatly reduce the injury to your body during an accidental crash and protect your personal safety to the
utmost extent.

2. Familiar with vehicle structure.

The driver’s driving skills and understanding of the vehicle are the basis for safe driving. Before officially riding on the
road, you need to practice in an open field where there are no other vehicles and be fully familiar with the vehicle and the
method of manipulating it.

3. Understand the limit of your own safe speed.

The driving speed depends on the ground conditions, your own skills and the weather. Drive at a safe speed and within



your skill range at all times. Knowing this limit will prevent accidents.
@. Wear appropriate clothing.

Loose, bizarre clothing can make you uncomfortable and unsafe when driving. When you are on the saddle, wearing
well-fitting clothing will make your hands, feet, and whole body move freely. So try to choose high-quality tight clothing. m
®). Check before driving.

Please carefully read the instructions in the section "Inspection before driving" in this manual, driving in accordance
with the rules can ensure the safety of you and the passengers.
. Pay extra attention to safety when driving on cloudy and rainy days.

Pay special attention to rainy days. Keep in mind that the braking distance is twice that in sunny days. When driving,
keep clear of the hole caps, marking paints, and oily roads to avoid slipping.
1.2.  Number position (Figure 1)

D+ Frame number (VIN): the right side of the frame riser;

2. Nameplate: EIbow on the right side of the frame;

®). Engine number: Above the left crankcase.



Location map of nameplate, frame number, VIN code, and engine number

Please fill in the frame and engine code below for reference:

VIN

ENGINE NO.

Il. Brief introduction of two-wheeled motorcycle

The two-wheeled motorcycles with compact structure and a unique novel appearance, very comfortable riding and pretty
stable. All models are adopted with electronic fuel injection system, which is more environmentally, lower fuel
consumption and emissions, meeting emission requirements.

Two-wheeled motorcycle will bring you an unprecedented driving experience !



2.1. The range of application of two-wheeled motorcycles.
V302C It is a two-wheeled motorcycle, which adapts to both urban roads and rural roads.
2.2. Features of two-wheeled motorcycle.
1. Strong power and heavy load.
2. Large torque and strong climbing.
3. Adopt electronic fuel injection system.
4. The domestic advanced and professional water-cooled engine is adopted.
5. The "full DC power supply system" is adopted.
2.3. Carrying regulations.

Carrying capacity: 2 people (one for the driver and one for the occupant). Maximum allowable load: 150kg.

2.4. Fuel
Fuel grade: Unleaded gasoline above size.
As gasoline is extremely flammable, if the fuel tank, fuel filter, fuel pipe, throttle valve body and other parts of this

vehicle leak oil due to damage or aging, they must be repaired in time before they can be used. Unleaded gasoline can

extend the service life of spark plugs and mufflers.



2.5. Electrical parts.
You cannot install or change the line of this vehicle by yourself, nor can you increase or increase the electrical equipment
by yourself. Otherwise, the electrical system will be overloaded, causing the line to overheat, causing the fuse to melt or

m the line to short-circuit, and even sparks, which may cause the vehicle to burn and other dangers.

ADanger:
The company will not be responsible for the consequences caused by the addition or modification of the line of the
vehicle, or the increase or increase of electrical equipment.

2.6. Inspection

You should maintain the listed parts strictly in accordance with the requirements in the "Maintenance Period Table".
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lll. Safe driving motorcycle.

The motorcycle is a two-wheeled motor vehicle, which can bring convenience and fast lifestyle to the rider. In order to
ensure the best performance of your motorcycle, you must maintain it correctly. The motorcycle must be safe and
well-performance; and you must be healthy when you driving or riding the motorcycle, so that you can control it in the

best condition.

a Danger:
You must comply with traffic laws when driving and inspect before driving.

3.1. Safe driving rules

1. Before starting the motorcycle, you must check the vehicle carefully to confirm that the vehicle is safe
and normal. This can avoid accidents and damage to parts.

2. Motorcycle drivers must pass the examination of the traffic management department and obtain a
"motorcycle driver's license"; it is not allowed to lend a motorcycle to a person without a "motorcycle
driver's license".

3. In order to avoid causing harm, you should do:

@ Wear eye-catching.

eDo not drive too close to other motor vehicles, and use signals such as turn signals, horns and brake lights correctly.

11



ePlease do not drive in the blind spot of other drivers' sight.

4. Strictly abide by traffic laws.
@ Over speeding is the main factor leading to accidents. In case of rain and snow, gravel roads, crossroads and other road
conditions, you must drive carefully at low speed or slow down.

@ When turning and changing lanes, signal devices such as turn signals must be turned on to attract the attention of other
drivers.
5. The driver should hold the direction handle with both hands and step on the front pedals; the occupant should hold the

handrails or hug the driver's waist with both hands and step on the rear pedals.
3.2. Safety protection products

1. Most of the injured in motorcycle traffic accidents are head injuries. Therefore, drivers and passengers must wear

helmets that meet safety and quality standards, and wear protective equipment such as dust-proof glasses and gloves.

2. When driving, the temperature of the exhaust muffler is high. In order to avoid contact and scald, both the driver and

the occupants should wear boots and other equipment.

3. Do not wear loose clothing to prevent hooking the steering handle, clutch handle, pedals or nearby vehicles, which may

cause accidents.

12



3.3. Vehicle refitting

ADanger:
If you modify cables and electrical appliances by yourself, the company will not be responsible for the dangerous

consequences such as short-circuit of wires, blown fuses, electrical appliances exceeding rated power or sparks and

burning of the vehicle.

‘L-Note:

Improper loading or overweight motorcycle cargo will damage the performance of the vehicle and affect the driving

stability of the vehicle.

Modification of motorcycles or removal of original parts may result in reduced vehicle safety or illegal operation.

Please follow all regulations in your area.

Loading goods:

1. The center of the cargo weight (center of gravity) should be located low and close to the center of the vehicle.
2. Adjust the tire pressure according to the loaded weight and driving conditions.

3. All goods must be firmly fixed on the vehicle to ensure stable handling.

13



4. Do not attach large and heavy objects to the steering handle, front shock absorber or front fender, otherwise it will
easily cause unstable driving or poor steering.
5. It is strictly forbidden to exceed the maximum load requirement of the vehicle (150kg).

m 3.4 Warning on installation accessories
The original accessories of this vehicle have been tested by the company. Therefore, if you install non-original accessories,
the company will not be responsible.
After installing non-original accessories, you must carefully check: sight barriers, ground clearance, side tilt angle, steering
flexibility of the steering mechanism, ease of operation, and performance of accessories. If there are any of the above

problems, you should cancel the attachment before you can use the vehicle.

14



IV. Instructions for use

4.1. Parts position

Fig.1
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1. (Fig.1)

@L rear mirror
(@headlight

@FL turn single light
@ battery)
@cushion

@rear license
@RL turn single light
front brake caliper

@gear lever

FL pedal
@single support
@RL single support
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Fig.2
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2. (Fig.2)

@R rear mirror
(2)FR turn single light
BVIN

@Tank cover
@Nameplate

@Air filter

@RR turn single light
Rear brake clipper
@Rear suspension
Exhaust muffler
@DRR pedal

(2FR pedal
@Brake pedal



Fig.3
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3. (Fig.3)

@Clutch Lever

@Left switch combination
(3)lgnition switch
@Instrument

@Right switch combination
@Throttle handle bar
@Front brake lever



4.2. Instrument and ignition switch.

® ® O ® o O

Fig.4

Instrument (Fig.4)

Please refer to the table for the names and functions of indicator symbols.
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Code No.

Title

Function

Speed indicator

Instantaneous speed of the vehicle

2 Mileage indication The total mileage of the vehicle

3 Gear indication Display the gear position of the engine

4 Fuel quantity indicator Display the amount of fuel left in the fuel tank

5 EFI failure indicator After the engine is running, the light goes out, if there is a fault, it
will show yellow light and flash

6 Left turn indicator The front and rear left turn signals are flashing, light up to display
green

7 Neutral indicator Lights up green when in neutral

8 High beam indicator The high beam light is on, and it lights up to show blue

9 Right turn indicator The front and rear right turn signals are flashing and light up to
display green

10 Water temperature alarm | Lights up and displays red: the coolant is overheated, and the

indication cooling system is faulty
11 ABS instructions Show ABS status
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12 Marker light indication Front position lamp, instrument panel lighting lamp, rear position
lamp light up
13 Time indicator Display current time
14 Up button Switch between total and subtotal of mileage. Meter time setting.
15 Bottom button The mileage subtotal is cleared and the meter time is adjusted.
Table.1

Note: When the upper button is pressed once, the total and subtotal of the mileage will be switched.
When in the subtotal state, long-time presses the button to clear the subtotal mileage.
Long press the up button to enter the clock setting mode. At this time, press the up button once to

switch the clock to adjust the position. Press the button once to adjust the time.
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4.3. Ignition switch.
The ignition switch lock
(Figure 5) is set in front
of the steering handle,
and the ignition switch
must be turned on
before starting the
motorcycle. The key
position and function

are shown in Table 2.

Key position

Function

Key state

OFF “© ”»

The circuit is disconnected and the engine

cannot be started

Can be unplugged

ON “O ”

The circuit is closed and the engine can be

started

Not unplugged

steering lock

R

The circuit is disconnected and the steering

mechanism is locked

Can be unplugged

21




Fig.5

Note:

1. 1. When the vehicle is not in use, turn the key to the off ”@”or direction Iock”@"and
take out the key.

2. Lock the steering mechanism: First turn the front of the vehicle to the extreme left
position, press the key down at the position of“lg[ ”let go to let the key bounce back, and
counterclockwise turn it to the position of“[4]”,

Before locking the steering mechanism, first slow down and stop firmly, and then park with

a single support; after locking, never push the motorcycle, otherwise it will lose balance

4.4. Right switch combination

Table.2

(D ABS switch
(QFlame out preset switch

@Headlight, position light switch
@Electric start button

Fig.6 Right switch combination
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1. Flameout preset switch
The flameout switch is located on the right side of the direction handle, and the flameout preset switch has two positions:

ll@ ”andllOll R

OFF”@" The flameout switch is off-the ignition circuit is disconnected at this position, the running engine is

turned off, and the engine cannot be started.

ON“\ #” The flameout switch is ON needs to be switched to this position during operation, and the ignition

circuit is closed.

2. Headlight, position light switch

The headlight and position light switch have three states: «l¥r w00z <@

headlight “ o When the switch is in this position, the headlights, position lights and taillights are on.

Position light “=00Z” | When the switch is in this position, the position light and tail light are on.

OFF “ @ ” When the switch is in this position, the headlights, position lights and taillights will be

turned off.

3. Electric start button
The method of operation is: After completing the preparations for starting (see page 16), press the electric start

button”O ", If necessary, turn the throttle grip cover at the same time to refuel properly to start the engine.

23



4.5. Left switch combination

@Headlamp dimmer switch
@Overtaking light switch
@Turn signal switch
@Horn button

Fig.7 Left switch combination

1. Headlight dimmer switch

The headlight switch has two operating states: turn on the ignition switch lock, and turn the "headlight, position light

“ ,Q- ”
Z

. . WA D
Low-beam“Z“-"" “Headlamp dimmer switch” turn to this mgn”éo”ls low-beam.

switch" to this sign

High-beam” =0 “Headlamp dimmer switch” turn to this sign”?‘—-o"is high-beam.

AWarning:
Please change the state of the far and low beams appropriately according to the road conditions. If there is an

oncoming car, please adjust the light to the low beam state to avoid glare of the lights affecting the driving state of

the drivers of the oncoming car and cause traffic accidents.

24



2. Overtaking light switch
When the "passing light button" is pressed, the overtaking light is on;

When the "passing light button" is released, the overtaking light does not light up.

Note: m

Overtaking light is not on when current lamp light is in the high beam state"EO "

3. Turn signal switch

When turning left, turn the "turn signal switch" to the "" position; the front and rear turn signals on the left side, the left
turn indicator light in the instrument panel is on.

When turning to the right, turn the "turn signal switch" to the "" position; the front and rear turn signals on the right side
and the right turn indicator in the instrument panel are on.

Turn the "turn signal switch" to the "middle" position; the left and right turn signals and indicator lights will not light up.

AWarning:
You must turn on the turn signal switch when you are about to turn or change lanes, and turn off the turn signal

switch until you have completed the turn or changed lanes.

25



4.6. Headlamp pitch angle adjustment (Figure 8)

Due to the different heights and observation habits of users, there are different needs for night driving
lighting. In order to give users a better night driving experience, the headlights are specially designed to
adjust the pitch angle. Users can make adjustments according to their own needs. The adjustment method
is as follows:

The first step is to loosen the upper fixing screws and the lower fixing screws that fix the headlight with a
5# Allen key.

Step 2. After loosening the screws, gently hold the headlights up and down with both hands, and gently

rotate the headlights up and down with the fixing screws as the axis to adjust them to a suitable position.

And tighten the screws.

Loosen the fixing Loosen the fixing

screws on the headlamp screws on the headlamp  goation limit angle

s is about 5 degrees

HQld the headlight up and
doWn with both hands to
fix the landing position as
the axis and gently rotate
the headlight up and down
to gdjust to a suitable
p&sition

Fig.8 i ; ~—
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4.7. The way to open the fuel tank cap (Figure 9)

©
©/

\0 B ©
Fig.9 Tank cover

4.8. Tires

Open the small cover that covers the keyhole, insert the key
into the fuel tank lock hole, and turn it clockwise to open the m
fuel tank lock; when closing, pull out the key, gently close the
fuel tank cover, and press firmly until you hear a "click" sound.

Finally, close the small cover that blocks the keyhole.

The correct tire pressure will ensure: stable driving, comfortable driving, and durable tires. The tire pressure should be

checked during "cold tires".

Tire specifications and tire pressure refer to Table 2:

Tire pressure in cold state

Single ride Double ride

kPa kgf/cm2 psi | kPa | kgf/cm2 psi
Front wheel 225 2.25 33 | 225 2.25 33
rear wheel 225 2.25 33 | 225 2.25 33
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Table.3

Make sure the tire status. Incorrect tire specifications will
affect the handling performance of the motorcycle. Damaged
and scratched tires can cause tire failure and cause the
vehicle to lose control. Excessively worn tires can puncture
the tires and cause the vehicle to lose control. Tire wear also

affects tire shape and handling performance.

Check the condition and air pressure of the tires before use
every day. If there are many obvious damages on the tires,
Fig.10 Tire inspection such as breakages, scratches, or the tires are worn to the

limit, the tires must be replaced.

/Note:

1. When you feel the tire pressure drops, check whether there are nails, small holes on the tire, and whether the side of
the rim (rim) is damaged. Tubeless tires will gradually deflate when they have small holes.

2. Incorrect tire pressure can cause abnormal tire tread wear and even cause safety accidents.

3. Insufficient tire pressure can cause tire damage or detachment from the rim.

28



AWarning:

1. The triangle mark indicates the location of the wear bar. If the wear bar touches the ground, the tire has worn to the
limit. The tires must be replaced.

2. When replacing tires, make sure that the size and model of replacement tires should conform to the contents of Table
3. If you change the tires of a different size or model, it will affect the handling performance of the motorcycle and may
cause the motorcycle to lose control.

3. After repairing or replacing tires, balance the wheels. It is very important to balance the wheel correctly to avoid

uneven contact between the tire and the road, and to avoid uneven wear of the tire.

&H Danger:

1. Tubeless tires are sealed at the contact part between the rim and the bead. In order to avoid air leakage, removing
and installing tubeless tires requires special tools to protect the rim and bead part, and a special tire changer is used.

2. To repair the small holes of a tubeless tire, you need to remove the tire and apply a patch on the inside of the tire.
Do not use external repair methods, because the centrifugal force of the tire will loosen the repaired area when
turning. The vehicle speed cannot exceed 80 kilometers per hour within 24 hours after the tire is repaired, and the
vehicle speed cannot exceed 130 kilometers per hour in the future. If you exceed the speed, the heat of the tire will
increase sharply, which will make the repair failure and cause the tire to leak. If the side of the tire is damaged, or the
damaged area is greater than 6 mm, the tire cannot be repaired and used.
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V. Operation guidance

5.1. New motorcycle running-in
The running-in period refers to a treatment method that is carried out in order to ensure that the joint
surface between the parts and the parts becomes the best joint state during the initial use of the new

vehicle. The correct running-in operation can maximize the life of the vehicle.

New vehicle running-in mileage: 1500km.
1. During the running-in period, it must be done: the throttle should be avoided to operate fully, and the maximum engine
speed should not exceed 6500 rpm (see the instrument). The vehicle speed is controlled in the following range:
0~300km running-in:
Avoid opening the throttle handle to exceed 1/2 of the maximum opening; the vehicle speed is within 50km/h.
300~600km running-in:
Avoid opening the throttle handle to exceed 2/3 of the maximum opening; the vehicle speed is within 60km/h.
600~1500km running-in:
The throttle handle should not exceed 3/4 of the maximum opening; the vehicle speed should be within 70km/h.

2. Avoid continuous low speed: When the engine is running at a certain low speed (light load), the parts will be polished
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smoothly and the running-in will not be good.

3. Reasonable use of each gear: Don't continue driving at a fixed engine speed. You can change the speed appropriately so

that all parts of the engine can "carry" the pressure, so that the engine can run in better.

4. Before driving, let the engine oil circulate: after the hot and cold engine is started, and before the load is applied, the

engine must be allowed to idle for sufficient time, so that the engine oil can be lubricated to all important parts of the m
engine, reducing wear and extending use Life, it can also warm up the engine well.

5. Running-in of new tires: The tires also need to be run-in. Before the new tires are run-in, you should gradually increase

your turning angle within 160 kilometers, but avoid sudden braking, rapid acceleration and sharp turns.

ADanger:
Poor tire running-in can cause tires to skid or lose control. When using new tires, you need to be especially careful.

Run the tires in within the first 160 kilometers (100 miles).

6. Overhaul during the running-in period: Please perform the vehicle overhaul after the new vehicle has been driven for
1,000 kilometers. During the running-in period, other parts have been engaged. At this time, all parts should be adjusted

well. Then change the oil.

lNote:

When the vehicle is in a bad condition, it needs to be overhauled before 1000 kilometers.
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5.2. Inspection before driving
In order to ensure driving safety, please check the motorcycle carefully before using the motorcycle; if there
is any abnormality during the inspection, it must be repaired and solved before it can be used.
m The inspection can follow the following procedures:
. Check the lubricating oil in the engine (see page 33) and make sure that there is no leakage;
. Check whether the fuel is sufficient;
. Check whether the coolant in the cooling system is sufficient and ensure that there is no leakage;
. Check the front and rear brakes: free travel (5-10mm front, 10-20mm rear), smooth operation;
. Check the front and rear tires: the air pressure, the depth of wear of the tread pattern, and the cracks (see page 20);
. Check the transmission belt: the elasticity is suitable, and there is no defect or damage;

. Check the throttle handle: the free gap (2-6 mm), whether the oil refueling or oil return is easy to operate;

O N O RN WN R

. Check the lights and signal lights: make sure that the headlights, taillights, brake lights, turn signals, indicator lights, and
horns are in good condition;

9. Check the battery electrolyte and add distilled water in time (see page 48);

10. Check the steering device: it should be stable, flexible to rotate, without looseness and axial movement;

11. Check the clutch handle: free clearance (5-10mm), smooth operation;

12. Fastening bolts and nuts: front and rear shock absorbers, flat fork axles, front and rear wheel axles, engine suspension,

steering system, steering handles, front and rear brakes, clutches, rear suspension systems, electrical components, etc.
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AWarning:
Failure to conduct inspections and proper maintenance before riding will leave a safety hazard to riding, and checking

and repairing the motorcycle before riding can eliminate safety hazards.

5.3 Start of motorcycle
(Fig.11)
1. Turn on the ignition switch lock, turn off the preset switch to this sign”o".
2. Change the gear to low gear or neutral.
3. Fully grasp the clutch handle with your left hand (disengage the clutch when it is not in neutral).

4. Press the electric start button”O ", If necessary, turn the throttle handle at the same time to refuel properly to start

the engine.

Clutch handle Flameont switch o .
throttle handle bar ignition switch

Fig 11 Start preparation
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1Y Danger:

1. In order to avoid making mistakes, rush forward and cause danger when starting, put in neutral gear and don't add
gas.

2. When not driving, the engine speed should not be too high, and the idling time should not be too long, otherwise it
will cause the engine to overheat and damage the internal parts, and cause the exhaust pipe muffler to change color.

a Danger:

1. If you are driving this vehicle for the first time, we suggest that you should find a non-public road to practice until you
are familiar with the control methods and maneuvering methods of this vehicle.

2. One-handed driving is the most dangerous. You should firmly hold the steering handle with both hands and drive
with your feet on the pedals. In any case, do not drive with both hands away from the handle.

3. Reduce the speed to a safe speed before turning.

4. The road is wet and smooth, the tire friction is small, and the braking ability and turning ability are naturally reduced,
so it must be slowed down in advance.

5. Crosswinds usually occur most easily at tunnel exits, valleys, or when large vehicles pass from behind. You must be
careful and calm and drive at a slower speed.

6. Obey the traffic rules and speed limit.
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lNote:

1. After starting, warm up for 2-3 minutes before driving on the road. Engines with insufficient preheating temperature
will aggravate the wear of cylinders, piston rings, rocker arms and other parts during driving.

2.When using the electric start button ”® ”, it should be released immediately within 3 to 5 seconds each time it runs;
otherwise, it will easily cause the battery to discharge too quickly and affect the battery's service life.

3.After the engine is started, the electric start button “® ”s should be released immediately; while the engine is running,
it is not allowed to press the electric start button“® ”, otherwise the engine will be easily damaged.

4. Ensure that the single support is completely stowed to avoid obstruction of driving and control failure when turning
left.

5. After starting or driving, please refuel stably (turn the throttle handle).

6. Do not start the motorcycle in a small space to avoid the risk of poisoning due to the exhaust gas that is not easily
diffused.

7. If the clutch switch fails, it should be replaced in time.

8. It is strictly forbidden to start the engine without disengaging the clutch, otherwise it will cause damage to parts or
safety accidents.

9. Do not start the motorcycle when there is lack of fuel or engine oil.
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5.4. Motorcycle driving

front step front pick up
®_ ®

Gear lever

Fig.13 Gear Lever

5.4.1. Shift operation (Figure 12, Figure 13)

This vehicle has six gears with constant meshing; gears @ and

@ are low speeds, gears @ and @ are medium speeds, and

gears @ and @ are high speeds. Refer to the following

operations for gear shifting:
1) Neutral gear shift @: Return the throttle with your right
hand, quickly grasp the clutch handle with your left hand, step
on the shift lever with your left foot once to make the
transmission enter @ gear, gradually release the clutch
handle with your left hand, and gradually increase the
throttle with your right hand. The coordinated action makes
the motorcycle run in the first gear steadily.
2) @Gear shift @Gear: return the throttle with your right
hand, quickly grasp the clutch handle with your left hand,
hook up the shift lever with your left foot once to make the
transmission enter the @ gear, gradually release the clutch
handle with your left hand, and gradually increase the
throttle with your right hand. The coordinated action makes
the motorcycle run smoothly in the second gear.

3) @The method of shifting @, @, @, @ is the same as
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@ shifting @).

4) The method of lowering the gear is the same as the method of shifting in neutral @

AWarning:

1. It is strictly forbidden to shift gears when the throttle is not returned and the clutch handle is not held tightly,
otherwise it will easily cause damage to the engine and transmission system and cause safety accidents.

2. When shifting gears, please make sure that the shift lever has been stepped on, and then release the clutch handle.
3. While the clutch handle is held tightly during gear shifting, the clutch is disengaged and the motorcycle runs by
inertia. Therefore, the shifting time should be shortened as much as possible.

4. When the gear is suddenly lowered or the throttle is suddenly returned when driving at high speed, the engine
speed is lower and the rear wheel speed is higher. When the clutch handle is released, the clutch plate frictionally
engages and decelerates, causing the rear wheel to brake, losing control and causing an accident. Therefore, the
brakes must be used to slow down when changing from high-speed driving to low-speed driving, and then lower the
gear.

5. It is strictly forbidden to use the low gear to drive at high speed, and it is strictly forbidden to use the high gear to
drive at low speed, otherwise the engine will be damaged.

6. The high gear must be increased before acceleration to make the engine run within the normal speed range. No

gear can make the engine speed too high.
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\Note:

1. Before shifting down gears, reduce the vehicle speed or increase the engine speed. Before entering the high gear,
increase the vehicle speed or reduce the engine speed. This prevents unnecessary wear of the transmission system
components and rear tires.

2. When the gear is in neutral and the neutral indicator is on, it is best to slowly loosen the clutch handle to confirm

whether it really enters the neutral position.

5.4.2 Climbing or turning driving (Figure 14)

1) When driving uphill, the gear will be too high and there will be insufficient power to decelerate. Therefore, the gear
must be quickly lowered before driving uphill.

2) When driving down a long slope, the gear must be lowered and the front and rear brakes should be used intermittently.
If the front and rear brakes are used continuously for a long time, the brakes will overheat and reduce the braking effect,
resulting in danger.

3) When going downhill, it is not allowed to turn off the ignition switch or turn off the engine flameout switch to slide,
otherwise it will reduce the life of the catalyst in the exhaust muffler.

4) Before turning, you must first use the brakes to reduce the vehicle speed and then lower the gear. Otherwise, when the
vehicle is turning, the speed is too fast to rush out of the curve, or the brake is used when turning, which may cause a

dangerous accident.
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5.4.3, use the brake

1) When you need to slow down, you must use the front and rear brakes at the same time. (Slowly hold the front brake
handle with your right hand and slowly step on the rear brake pedal with your right foot to avoid using the front and rear
brakes separately). Avoid decelerating too fast, which may cause the clutch to slip.

2) In emergency situations, turn off the flameout switch and use the front and rear brakes to stop at the same time.

3) Avoid sudden braking as much as possible. Because the sudden braking will cause the front and rear wheels to stop
suddenly, making the vehicle difficult to control.

4) Avoid sudden acceleration, sudden braking and sharp turns on slippery or soft roads. Prevent the vehicle from sliding
sideways, which is difficult to control.

5.4.4, parking

1) Return the throttle gradually to fully return the throttle.
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2) At the same time, slowly hold the front brake handle with your right hand, and slowly step on the rear brake pedal with
your right foot to avoid using the front and rear brakes separately.

3) When the vehicle speed decreases, lower the gear.

4) Hold the clutch handle tightly, put it in neutral and then stop completely. After the neutral gear is engaged, the neutral
indicator on the meter will light up.

5) If you want to use a single brace to park on a gentle slope, you should put down a low gear, and the front of the vehicle
should be uphill to avoid overturning. (Be sure to engage the neutral position when restarting)

6) Turn off the ignition switch lock; in an emergency, you can directly turn off the flameout switch to turn off the engine.

7) Lock the steering mechanism and pull out the key to prevent theft.

H Danger:

1. The higher the vehicle speed, the longer the braking distance. Therefore, a safe distance between vehicles must
be maintained to prevent rear-end collisions. (Often only using the rear brake will accelerate the wear of the brake
system, and the braking distance will become longer and longer)

2. Using only the front or rear brakes will cause slipping and loss of control; on wet and slippery roads and turns,
the braking system must be used with caution; emergency braking on uneven or smooth roads will cause the

motorcycle to lose control.
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VI. Maintenance

6.1. Maintenance period table
The motorcycle should be regularly maintained according to the time and mileage specified in Table 4. The vehicle must be

cleaned before maintenance.

Maintenance times Odometer km (remark @)

Maintenance
1000k
period 4000km 8000km 12000km remark
Maintenance item m

Damage and aging should be repaired or
% tank, tubing Before use
replaced in time

% throttle I I I Before use
% Coolant Replace every 2 years Inspection before use
Air filter element Remarks@ Every 40 hours or 1000km/I; every 80 hours or 2000km/C; every 8000km/R
Spark plug Every 2000km or 80 hours/I; every 8000km/R
Engine lubricating oil Replace once when a new motorcycle is 1000km, and then every 4000km or so.
Lubricating oil filter Replace once when a new motorcycle is 1000km, and then every 4000km or so.

41




Remarks @ |

and L are
Chain\sprocket Remarks (U |and L are carried out every 500km
carried out
every 500km
I and R if
% Brake friction plate necessary I and R if necessary every 1000km
every 1000km
% % Brake oil Replace every 2 years
% % Front and rear brake
Remark ® I I I I before use
system
% Switch I I I I before use
% Lights, speakers I I I I before use
% Battery per month I I I I
fuse I I I I
Connection line 1 1 I I
Initially: 1000km/I for a new motorcycle;
% % Valve clearance Remark ®
4000km/| for every driving thereafter
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% Clutch Every 4000km or 80 hours/I before use

% Suspension system I I I I

% Fastening of nuts

1 1 1 I'| before use

and bolts

*wheel I I I I | before use
% ok Steering handle
bearing (steering column Remark I I I 1
thrust bearing)
% % Engine maintenance Remark @ I I I I

The symbols in the above table are: "I" timely inspection, cleaning, adjustment, lubrication or replacement; "C" cleaning;

"R" replacement; "L" lubrication.

None¥ The item is maintained by you, or you can go to the designated dealership for maintenance.

One % item is maintained by the personnel of the designated dealership; If you have special tools, repair spare parts or

repair capabilities, you can also repair and maintain it yourself.

For the two Y% projects, for the sake of driving safety, maintenance can only be carried out by the personnel of the

designated dealership.

Remark (O means: when driving in dusty areas, the cleaning cycle should be shortened.

Remark @ means: when the odometer reading exceeds the highest number in the table, the maintenance and repair
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cycle will still be repeated according to the mileage specified in the table.

Remark (3 means: Only the personnel of designated dealership can carry out maintenance and adjustment.
6.2. Inspection, selection and replacement of engine lubricating oil
The effect of lubricating oil on the engine: reducing friction, increasing sealing, cooling parts, cleaning parts
and preventing rust.
If the quality of lubricating oil is poor, the use time is too long, or the amount of lubricating oil is insufficient,
etc., it will accelerate the wear of engine parts and reduce the service life of the engine; even cause the
engine temperature to be too high, the clutch wear or burn out, power drop, abnormal noise, and
lubrication Wait.

[Check] (Picture 15)

The oil level must be checked before each use. An oil window is
provided on the right crankcase cover

Start the engine and run for 3 minutes, and wait 3 minutes for the
engine to stop. Park the motorcycle on a flat ground, and the
whole vehicle is perpendicular to the ground. At this time, the oil
level should be between the upper and lower scale lines of the oil
window.

If the lubricating oil is insufficient, directly open the oil filler plug
and add an appropriate amount of lubricating oil. After installing

““bottom tick the filler plug, check for leaks.

oil drain bolt
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SAE10W-30

Fig.15 Lubricating oil inspection SN SAE15W-40
SAE20W-50
[I—m_5| ] I [Optional] (Fig.16) Lubricant

\ I brand: SN 15W-50
l (=]

’ ‘ Lubricant quality requirements: SN level or above

1083 ]

I l I The use of high-quality four-stroke engine lubricating oil can extend the life

-20C -10C 0C  10C  20C 30T 40°C of the engine. You need to choose according to the local temperature in Figure 15:
Fig.16 Lubricant selection When the local temperature rises, high-viscosity lubricating oil should be replaced, such as

SAE15W-40;When the local temperature drops, low-viscosity lubricants, such as SAE1I0W-30, should be replaced.

AWarning:
1. The use of inferior lubricating oil will seriously affect the performance and life of the engine.

2. Long-term failure to change the lubricating oil will deteriorate, and the deteriorated lubricating oil will cause
excessive wear of the engine and mechanical parts.

3. If the lubricating oil is insufficient, the engine will be seriously damaged.
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[Replacement]
The lubricating oil should be completely replaced within 1000km during the running-in period of a new vehicle; after the
running-in period, the lubricant should be replaced every 4000km or so.
1. Turn off the engine after running for 3 minutes, and place an oil container under the engine oil drain bolt.
2. After 3 minutes, drain the lubricating oil from the engine (Caution: don't get burned by the engine or lubricating oil).
Unscrew the oil bolt, loosen the nut, and take out the filter cover, spring, filter element, etc. of the machine.
3. After draining the oil, the drain bolt and filter cover must be cleaned; replace the filter element and check whether the
sealing ring is intact. If it is damaged, replace it with a new one; then install the filter element, spring, sealing ring and filter
cover.
4. Inject about 2L of new lubricating oil from the filler port. If you replace the new filter element, you need 2.2L of new
lubricating oil. Check and confirm that there is no oil leakage, and then install the filler plug.
5. Run the engine at different speeds for 3 minutes. During operation, check whether the disassembled parts are leaking.
Wait for the engine to stop for 3 minutes. In the idling state, the oil level is still lower than the scale line under the oil
window, and an appropriate amount of lubricating oil should be added. It must be checked again for leaks.
Common reasons for lubricating oil deterioration:
1. Lubricating oil temperature is too high and spontaneously deteriorates.

2. Lubricants with different labels are mixed together and deteriorated.
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3. There are more and more metal shavings caused by friction of machine parts.

4. There are many dust and impurities in the lubricating oil barrel.

5. The gap between the piston and the cylinder is too large to leak exhaust gas, and carbon slag is generated when the fuel
is burned.

ADanger:

1. The exhaust pipe of engine lubricating oil and muffler will burn people. Before draining the old lubricating oil, wait
for the drain plug and exhaust pipe to cool down.

2. Children and pets may cause bodily harm if they drink lubricating oil by mistake. To reiterate: long-term exposure to
lubricants can cause skin cancer. Short-term exposure to lubricating oil can irritate the skin. Keep children and pets
away from lubricants. To reduce skin irritation when changing lubricants, please wear long-sleeved clothes and
protective gloves (such as those used when washing clothes). If the skin comes into contact with lubricating oil, wash

it off thoroughly with soap and water. Wash clothes and rags that have been stained with lubricant.

AWarning:

If the specified engine oil is not used, the engine may be damaged.
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/“\Note:
Please properly dispose of the waste engine lubricating oil, do not pour it into the trash can or directly onto the
ground, so as not to pollute the environment. We recommend that you put waste oil in a sealed container and send it

to your local recycling center.

6.3 Selection and replacement of spark plugs

[Optional] (Figure 17)
Spark plug model: CR8E

Opposite side of spark plug sleeve: 16mm
Electrode ga
0.870. 9mm
Fig.17 Spark plug

[Check and Replace]

1. The replacement cycle of the spark plug is: once every 8000 km.
2. Remove the spark plug cap, remove the surrounding dirt, use the spark plug socket wrench in the tool bag to remove
the spark plug, and use a wire brush to remove the carbon deposits and dirt on the spark plug.

3. Check whether the spark plug is damaged, whether the electrode gap is ablated, and whether the gasket is intact; if it is
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damaged, it should be replaced.

4. Check the electrode gap with a high-precision feeler gauge, the normal electrode gap is 0.8 ~ 0.9mm.

5. When installing the spark plug: first screw the spark plug into the thread by hand, and then tighten it with a spark plug
socket wrench.

6.4. Cleaning and disassembly of the air filter
[Clean or replace]

1. The filter element of the air filter must be regularly maintained periodically: the filter element must be inspected,
cleaned and adjusted in time every 40 hours or 1000km; the air filter must be cleaned every 80 hours or 2000km; a new
filter element must be replaced every 8000km.

2. If the motorcycle is used in a muddy, humid or dusty environment, the cycle of cleaning or replacing the filter element
should be shortened.

3. The filter element is too dirty, ingress of water or damaged, and a new filter element must be replaced, otherwise the
air intake resistance will increase, the engine output power will decrease, and the fuel consumption will increase. Keeping
the air filter clean can improve the working efficiency of the engine and prolong the service life of the engine.

4. This motorcycle is a paper filter element. When cleaning, you can gently knock on the ground to shake off most of the
dust. If there is an air pump, you can blow from the inside out to blow off the dust. If the filter paper has penetrated the

dust or the filter paper is wetted with oil, water, etc., and a new filter element must be replaced.
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5. During regular maintenance, remove the oil accumulation pipe and drain the waste oil inside. The oil accumulation pipe

is located under the air filter.

1. Remove the 4 screws of the side cover of the air
filter, and remove the fixing screws of the filter
element. Remove the filter element.

2. Assembly: proceed in the reverse order of the

above disassembly steps.

Warning:
1. It is dangerous to start the engine without the filter element installed. Without the barrier of the filter element, the

flame of the engine will be injected back from the engine to the air filter intake cavity, and the dirt will also be sucked

into the engine, causing serious wear and tear on the engine. Therefore, it is forbidden to start and run the engine
without the filter element installed.

2. When washing the motorcycle, do not let water enter the air filter.

3. If the filter element is damaged, it must be replaced with a new one. When cleaning the air filter, check whether the
filter element is damaged.

4. If the filter element is installed incorrectly, dust will enter the engine around the filter element and damage the

engine. Confirm that the filter element is installed in the correct nosition and orooerlv sealed.
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6.4 Inspection and adjustment of the throttle handle
[Check] (Picture 19)

1. Check whether the front of the vehicle turns from the far left to the far right is normal, and the limit is reliable.
2. Check whether the rotation of the throttle control handle is flexible from the fully open position to the fully closed m
position; whether it can automatically return to the position when the handle is released.

3. Check whether the throttle cable is flexible and good. Lower adjusting nut
. Lock nut

\
e N\ >

= |
& %m

Fig.19 ¥

-

Upper adjusting nut  Lock nut

51



[Adjustment]
1. The free stroke of the throttle handle: 2~6mm.
2. The upper adjustment solenoid can be fine-tuned, and the lower adjustment solenoid (the connection between the
throttle valve and the throttle cable) can be adjusted for a certain stroke.
3. When fine-tuning, first loosen the lock nut on the upper adjusting solenoid, and then turn the upper adjusting solenoid
to adjust.
4. When making a larger range of adjustment, loosen the fastening nut and adjust the free stroke to 2~6mm.
5. The throttle cable should be filled with lubricating oil regularly to reduce the abrasion of the wire rope; the throttle

cable cannot be bent.

ADanger:

1. The throttle cable is improperly routed and should be reinstalled correctly.

2. If the throttle cable is twisted, stuck or unable to return, the throttle control cable should be replaced.

3. After the free stroke adjustment of the throttle cable is completed, it must be ensured that the throttle control
handle can automatically return to the position and the idle speed will not increase. At the same time, after

adjustment, the engine idling speed cannot increase when turning the front of the vehicle.
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[Throttle Body]

The throttle limit screw on the throttle body has been accurately set, and you cannot adjust it yourself. Check whether the

idling speed of the vehicle is stable (after the engine is fully warmed up, the idling speed of the engine should be between
1350~1650RPM per minute). If the idling speed is unstable, please ask the professional service personnel of the m

maintenance unit designated by our company to check and deal with it.

6.5. Adjustment of clutch
(Figure 20)
The free stroke of the clutch handle is:

5-10mm.

The role of the clutch: (Figure 20)

1. The engine crankshaft and the variable
speed transmission system can be combined
smoothly and softly to ensure a smooth start
of the motorcycle.

2. The engine crankshaft and the variable
speed transmission system can be separated
quickly and completely to ensure that the
motorcycle does not produce shocks when

upper adjustment nut

shifting gears
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3. It can prevent the parts of the
transmission system from being damaged
due to excessive load.

m VII. Inspection and adjustment of the belt

small pulley

Figure 21 Belt drive
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Belt model: STD1816

[Check] (Picture 21)

Before each ride, check whether the belt drive system
is working properly. If you notice any defect or
damage, you must check and repair it immediately,
and replace the parts of the transmission system if
necessary, and the parts can only be obtained from a
qualified dealer. Your dealer can recognize any signs
of wear and can replace parts that are needed if
necessary. Therefore, if necessary, bring the vehicle

to the dealer for testing.



[Adjustment]
The belt installation tension needs to be detected with professional tools. If you need to detect or adjust the belt tension,

please go to the vehicle dealer. Do not adjust it yourself.

[Replace]

1. Remove the big sprocket and small sprocket with tools;

2. Install the large pulley, small pulley, and transmission belt in the reverse order of disassembly and adjust the swing of
the chain;

3. Pay attention to the belt installation and debugging process: If the belt is operated incorrectly, the tension cord may be
broken.

This will cause the belt to lose tensile strength and tear, and there is a danger of failure!

@ Avoid kinking, bending, twisting, knotting or turning over the belt, and never use it as a belt whip.

@ Do not lift the belt with the sprocket during installation.

@ Do not use (sharp-edged) tools to tamper with the belt.

@ Do not oil or lubricate the belt.

@ Do not try to open or repair the belt
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IX. Inspection and adjustment of the front brake

The ABS consists of a hydraulic unit, an ABS control unit and an oil

return pump, which are installed under the seat. There is a wheel

speed sensor on the front and rear wheels respectively.

ABS uses two independent brake circuits (front brake and rear
brake) to work. In the normal operation mode, the function of the
braking system is the same as the conventional braking system
without ABS. Only when the ABS control unit recognizes that a

wheel tends to lock, ABS will start to work by adjusting the brake

pressure. This adjustment process can be felt through the slight

bounce on the front brake handle or brake pedal.
Fig-22 ABS system After turning on the ignition switch, the ABS warning indicator
must be on and extinguished after starting. If the ABS warning indicator is not extinguished after starting or is lit during
driving, it indicates that there is a fault in the ABS system. ABS can no longer be activated at this time. The wheels may lock

up when braking. The brake system itself still works, only the ABS regulation system fails.
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AWarning:

1. Only when the ABS is closed, the rear wheel can rotate when the front brake is tightened.

2. Modifications, such as shortening or extending the damping stroke, using other rim diameters, other tires, wrong
tire pressure, other brake pads, etc., may prevent ABS from continuing to function. The best function of ABS can
only be guaranteed when spare parts and tires recommended by us are used in the braking system.

3. Please perform maintenance and repairs as required.

Inspection and adjustment of the front brake

, eMeasure the free stroke of the front brake handle: 5~10mm.
‘ /‘)" Brake pipe clamp eMeasure the thickness of the front brake disc and brake friction

Brake pump lining.
oCheck the oil level in the oil cup; check whether the brake
A\ e caliper is normal; check the brake oil pipe and

S
(® ﬁ%\{[zﬂ There is no oil leakage or cracks in the brake oil cup; check the
wear of the brake disc.

y ,""Brake caIIiperQ eWhen operating the brake handle, if you feel that the handle
/ pressure is insufficient, then there is air in the brake system; the
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air in the brake system should be completely discharged before
normal use; otherwise it will reduce the braking performance or
brake failure. This work should be completed at the designated
dealership.

AWarning:

1. It should be added: non-petroleum-based brake oil of DOT3 or DOT4; different brands cannot be mixed;

2. Brake oil is highly corrosive, do not splash on the surface of painted or plastic parts; if you drink it by mistake, you
should force it to spit out; if it gets on your eyes or skin, you should rinse it with plenty of water immediately and
consult a doctor;

3. Hydraulic disc brakes work under high pressure. In order to ensure safety and reliability, the replacement time of
brake friction pads and brake oil should not exceed the maintenance period;

4. When the hydraulic disc brake system needs to be repaired, it can only be repaired by professional technicians.

Note:

The brake is an extremely important component to ensure the personal safety of the rider, and the brake should be
checked and adjusted frequently.

Replace with a new brake disc or brake friction pad, and do not drive immediately; you should first manipulate (hold

and release) the front brake handle several times until the brake disc and the brake caliper mesh well.
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9.1. Check the front brake disc
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Figure 24 Front brake disc inspection

Brake disc wear limit

The brake disc will gradually wear out during long-term use, so it is necessary to
check the thickness of the brake disc at multiple positions of the brake disc. And

check its appearance to confirm whether the brake disc is damaged, cracked or

deformed.

If the thickness of the brake disc is lower than the specified value: please replace

the brake disc.

If the brake disc is damaged, cracked or deformed: please replace the brake disc

Front 3mm
Rear 3mm
AWarning:

occur, please replace the brake disc immediately.

front wheel, and then replace the brake disc.

The wear of the brake disc will reduce the thickness of the brake disc within the contact surface of the brake friction

lining, which will reduce the braking effect and threaten your driving safety. Once damage, cracks, or deformation

When the brake disc is worn to the limit thickness of 3mm, it must be replaced; remove the front brake caliper and
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9.2. Check the brake pads of the front brake
Check the minimum thickness of the brake pads (A).

T A - . I

o The minimum thickness of the brake friction pad: A=1.5mm.

,O\ | If the thickness is lower than the minimum thickness: please replace the
Front brake pad friction plate in time.

If the friction plate is found to be damaged or cracked: please replace the

s A . e . .
e friction plate in time.

>

A

Rear brake pada

N
>Note:
The friction lining will gradually wear out during the braking process of the vehicle. The braking effect will
gradually decrease. To ensure the safety of you and the vehicle, please check it frequently and replace it in time. If
you do not understand the specifications of the friction plate or cannot replace it by yourself, please go to the

designated after-sales point for repair.
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9.3. Check the brake fluid level of the front brake system

Adjust the placement posture of the vehicle so that the
brake fluid in the brake fluid is in a horizontal position, and
check the brake fluid level through the fluid level window.
(Figure 26)

When the brake fluid level is below the scale line: please
replenish the brake fluid in time.

Liquid level window

Figure 26 Front brake fluid level check

AWarning:
If the brake fluid level is lower than the scale line, it means that the brake system is not sealed, or the brake

friction lining has been completely worn. Check the braking system and do not continue driving. Please go to
designated after-sales point for repairs.

If the brake fluid is used for too long, the braking effect will be reduced. Please replace the brake fluid in time.
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X. Inspection and adjustment of rear brake

[Check] (Picture 27)

oThe free stroke of the brake pedal after measurement is: 10-20mm.

eMeasure the thickness of the rear brake disc and brake pad thickness.

o Check the oil level in the oil cup; check whether the brake caliper is normal; check the brake oil pipe and brake oil cup
for oil leakage or cracks; check the wear of the brake disc.

eWhen operating the brake pedal, if you feel that the pedal pressure is insufficient, then there is air in the brake system;
the air in the brake system should be completely discharged before normal use; otherwise it will reduce the braking
performance or brake failure. Please let the professional technicians of the maintenance organization serve you for this

repair.

Brake ajil cup

rear brake padr Brake pedal Figure 27 Rear brake inspection

ear brake capplier
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10.1 Check the rear brake disc

The brake disc will gradually wear out during long-term use, so it is
necessary to check the thickness of the brake disc at multiple
positions of the brake disc. And check its appearance to confirm
whether the brake disc is damaged, cracked or deformed.

ke If the thickness of the brake disc is lower than the specified value:
please replace the brake disc.

If the brake disc is damaged, cracked or deformed: please replace
the brake disc

Figure 28 Inspection of rear brake disc

Brake disc wear limit

front 3mm
rear 3mm
AWarning:

The wear of the brake disc will reduce the thickness of the brake disc within the contact surface of the brake friction
lining, which will reduce the braking effect and threaten your driving safety. Once damage, cracks, or deformation
occur, please replace the brake disc immediately.

When the brake disc is worn to the limit thickness of 3mm, it must be replaced; remove the rear brake caliper and
rear wheel. and then renlace the brake disc.
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10.2 Check the brake pads of the rear brake

P A Check the minimum thickness of the brake pads (A).

k/{ q The minimum thickness of the brake friction pad: A=1.5mm.

flfii’L., If the thickness is lower than the minimum thickness: please
Ergng ke ped replace the friction plate in time.

/, A If the friction plate is found to be damaged or cracked: please
3

5 = replace the friction plate in time

Réar brake pad

Figure 29 Inspection of rear brake friction lining

/Note:
The friction lining will gradually wear out during the braking process of the vehicle. The braking effect will

gradually decrease. To ensure the safety of you and the vehicle, please check it frequently and replace it in time. If

you do not understand the specifications of the friction plate or cannot replace it by yourself, please go to the
designated after-sales point for repair.
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10.3. Check the brake fluid level of the rear brake system

0 Adjust the placement posture of the vehicle so that the brake fluid in
the brake fluid is in a horizontal position, and check the brake fluid
Liquid vision window . .
Y level through the fluid level window.
\*‘ 07 When the brake fluid level is below the scale line: please replenish the m
Y brake fluid in time.

Figure 30 Rear brake fluid level check

AWarning:
If the brake fluid level is lower than the scale line, it means that the brake system is not sealed, or the brake

friction lining has been completely worn. Check the braking system and do not continue driving. Please go to
designated after-sales point for repairs.

If the brake fluid is used for too long, the braking effect will be reduced. Please replace the brake fluid in time.
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XI. Battery maintenance

[Battery model]
Model: MG14Z7S-C e

Capacity: 12V 11.2Ah positive
Standard charging: 1A~1.5Ax6~8 hours ;;:2;

[Assembly and disassembly battery] (Figure 31) . negative

b

Dismantling:

1. Open the seat cushion lock and remove the seat cushion;

2. Open the battery box cover; Fig.31 Battery
3. Remove the ECU bracket;

4. First remove the negative lead (= );

5. Then remove the positive lead (+ );

6. Remove the battery.

Installation:

1. The installation sequence is opposite to the removal steps.

2. Install the positive lead (+ ) first, and then install the negative lead (= ), and make sure the positive and negative
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The pole terminal is not loose, and the positive and negative poles cannot be reversed. Reverse connection will damage

electrical parts.

[Battery charging]

1. Remove the vehicle seat cushion.

2. Remove the battery tie, remove the positive and negative wires, and take out the battery.

3. Connect the charger wire and ensure that the charging current is 1/10A of the battery capacity. For example, if you
charge a battery with a capacity of 10Ah, its charging current is 1 ampere.

4. For detailed instructions on the charger, please contact your dealer.

[Inspection and maintenance of battery]

1. When used frequently, the motorcycle charging system automatically fully charges the battery. If the motorcycle is used
occasionally or for a short period of time, the battery power may be insufficient. The battery will self-discharge, and the
self-discharge speed will vary with the battery type and ambient temperature.

2. When the motorcycle is not used for a long time, the battery must be removed and stored after charging, and the
battery should be charged regularly;

3. The positive (+ ) and negative (= ) terminals of the battery should be cleaned regularly.

4. When replacing batteries, use batteries of the same model and specifications.
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Note:

1. Overcharge or undercharge of the battery will shorten the life of the battery. Do not overcharge or undercharge
the battery.

2. If your vehicle is rarely driven, you must use a voltmeter to check the battery voltage every week. If the battery
voltage is lower than 12.8V, a charger must be used to charge the battery.

3. If you do not use the vehicle for more than two weeks, you must use a charger to charge the battery. Do not use

the automatic quick charger to charge the battery, otherwise it may cause the battery to overload and damage the

battery.

[Replacement of fuse]

The circuit system has a total of six blade fuses, 20A fuse 2PCS, 5A-ECU fuse 1PCS and ABS fuse 15A, 10A, 1A each 1PCS, a
total of 6PCS. In addition, there are extra 20A, 15A, 1A spare fuses in the fuse box, 1PCS each. If the fuse blows frequently,
there is a short circuit or overload in the circuit system. Please ask the professional technicians of the maintenance unit to
serve you.

When replacing the fuse, first unplug the old fuse and plug in the spare fuse.
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AWarning:
Before checking or replacing the fuse, the ignition switch and electrical switch must be turned off to prevent short
circuits. Never use a fuse that is different from the rated current. Otherwise, it will damage the vehicle's electrical

system or cause a fire. It may also cause the lights to fail to turn on or the engine to fail at night or during driving.

Instructions for use and maintenance of the engine water cooling system
[Cooling System] (Figure 23)

auxiliary water tank water tank cover The cooling system can prevent the engine from

overheating, and the correct use and maintenance of

the cooling system can extend the service life of the

engine.

The radiator is located in the front of the engine.
radiator According to the road conditions you are driving, the

radiator should be regularly cleaned of dust and dirt..

Fig.32 cooling system 69



[Coolant Type]
Coolant has five characteristics of anti-corrosion, anti-cavitation, high boiling point, anti-scaling and anti-freezing.
The coolant is generally mixed with concentrated antifreeze and soft water (pure water or distilled water) in an
m appropriate ratio. Please adjust it to a fixed concentration that is suitable for the local minimum temperature. Generally,
when it is adjusted to a concentration of 40% to 50%, the antifreeze function is the best.
It is recommended that you use the direct coolant specially designed for aluminum alloy engines. This coolant has been
prepared in the factory and contains antifreeze, rust inhibitor, foam inhibitor and trace silicate, etc., and the use is

indicated on the container Ambient temperature.

/“Note:

1. This coolant is a special coolant and cannot be replaced with tap water or other liquids, otherwise it may cause
damage to the engine.

2. Please go to the designated dealership to purchase direct type coolant exclusively for aluminum alloy engines.

3. If the coolant needs to be replaced or coolant leakage occurs, please go to the designated dealership for
replacement and maintenance.

[Check coolant capacity]
The total amount of coolant in the cooling system is about 4000ml|

1. Park the motorcycle on a flat ground with a single support.
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2. Check the coolant level when the engine is cooling. The coolant level should be between the upper and lower scale
lines.
[Add a small amount of coolant]

If the coolant in the auxiliary water tank is at or below the lower mark, please add special coolant to the upper mark in

time.
TN
Unscrew

,(l & the water [How to add]

1. Park the motorcycle with a single support on a flat
ground and wait for the engine to cool; otherwise the
heat may cause burns to the skin;

2. Unscrew the water tank cover;

3. Pour the cooling liquid from the mouth of the water

e tank, and add the cooling liquid to the position of the
Figure 33 Adding coolant upper scale line;
4. Close the water tank cover.

[Storage of Coolant]
1. When the coolant is not in use, it should be stored in a special sealed container.
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2. It should be placed in a cool and dry place. The coolant is a toxic liquid and must be kept away from children.
3. Note that the coolant should be strictly prevented from being contaminated by petroleum products, and it is not

allowed to mix or store two different brands of coolant.

ADanger:
m 1. Ethylene glycol antifreeze is an organic solvent, which is toxic and corrosive. Do not spill on the surface of rubber
products and painted parts during use, let alone contact with human skin. If accidentally splashed on the surface of
rubber products, painted parts or human body, immediately rinse with water.
2. When servicing the engine, if you need to loosen the cylinder nut, please drain the coolant first to prevent the
coolant from entering the crankcase.
3. Since the boiling point of antifreeze is higher than pure water, the radiator cover must not be opened when the

engine is running normally or the temperature does not drop (60°C) after stopping to avoid burns.
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XIlll: Adjustment of the rear shock absorber

1. Appropriate shock absorption hardness is one of the important conditions to ensure the comfort of riders during

riding. Different riders have different requirements for shock absorption hardness. Please follow the steps below

to adjust.
[Shock absorption adjust to soft] (Fig 34)

Step 1: Loosen the locknut on the upper end of the shock.
Step 2: Turn the adjusting nut counterclockwise. Adjust the
shock absorber hardness to an appropriate level.

Step 3: Tighten the locknut.

(Fig 34)

[shock absorption adjust to hard ] (Fig 35)
Step 1: Loosen the locknut on the upper end of the shock.

Step 2: Turn the adjusting nut clockwise. Adjust the shock
absorber hardness to an appropriate level.
Step 3: Tighten the locknut. (Fig 35)
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ANOTICE:

Please go to the designated dealer to adjust the shock absorption. The dealer has professionals and

professional tools to adjust the shock absorption!!

The stroke of the left and right shock absorbers must be the same, otherwise it will adversely affect the
riding safety!!
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XIV. Valve clearance adjustment

SerewWil5  Rubher gasket Cotinder besi side cover  SPArk Plug

Crankshaft hole plug 2fx], 5
[—

Blot){]2/  Fixing gasket
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Please send the vehicle to the dealers’ shop to adjust valve clearance at the intervals specified in the periodic maintenance
chart.

Intake valve clearance: 0.04-0.06mm.

Exhaust valve clearance: 0.10-0.13mm.

XV. Vehicle cleaning and storage

1. The motorcycle should be cleaned regularly in order to discover the damage, wear or oil leakage of the vehicle in time.
2. When cleaning, you must wait for the engine to cool down and rinse with clean water. After cleaning, dry the
motorcycle and start the engine and let it run for a few minutes; lubricate the chain with lubricating oil; check the brakes
before driving on the road, and the front and rear brakes should be normal.

3. Parts that cannot be sprayed with high-pressure water: headlights, turn signals, ignition switch locks, electrical switches,
meters, electrical parts and wiring, batteries, air filters, hubs, exhaust pipe outlets, under the fuel tank and engine Cylinder
head, etc. These parts are best wiped with a rag.

4. After cleaning, the braking performance may be reduced, so you must try to ride it and check it before it can be used
after adjustment and recovery.

[Vehicle storage]

After the motorcycle is used on the day, it should be stored in a dry, safe place with small temperature differences and
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good ventilation. If it is stored for a long time (more than 30 days), necessary repairs should be performed before storing
the motorcycle; otherwise, the problem that needs repairs may be forgotten when the motorcycle is used after storage.
Long-term storage (more than 30 days) should be maintained in accordance with the following requirements in addition to
the above maintenance:

1. Clean and dry the motorcycle, and wax the painted surface of the whole vehicle.

2. Drain the fuel out of the fuel tank and spray anti-rust agent into the fuel tank.

3. Thoroughly drain the oil and refill the crankcase with new oil.

4. Remove the spark plug and inject a small amount (15-20 ml) of lubricating oil into the cylinder; then reinstall the spark
plug, turn on the ignition switch lock, and press the start button for 2 to 3 seconds to distribute the oil evenly on the
cylinder wall.

5. Remove the battery, remove the rust on the terminals and wiring connectors, and store it in a well-ventilated, dry, cool
place and avoid direct sunlight.

6. Inflate the tire to the specified air pressure and place the motorcycle above the cushion block to keep the front and rear
wheels off the ground. If the tire pressure is too low, the tire will age prematurely and cause cracks.

7. Cover the air inlet of the air cleaner and the exhaust outlet of the exhaust muffler with a rag containing new engine oil
to prevent moisture from entering.

8. Cover the motorcycle with a material with strong air permeability and store it in a dry, safe place with small temperature
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difference and good ventilation.

[Use after the vehicle is stored]

1. Remove the motorcycle cover and clean the motorcycle.

2. Check the battery voltage. If the voltage is below 12.8V, you must charge the battery at low speed before installing the
battery.

3. Remove the anti-rust agent in the fuel tank and add new fuel.

4. Try riding the motorcycle in a safe place to check whether the performance of the motorcycle is normal.

XVI. The service life of the vehicle and the disposal of the vehicle

[Vehicle life time]

Please follow the regulations of the traffic management department or the local vehicle management office for the use
period of the vehicle.

[Vehicle handling]

1. Disposal of waste lubricating oil: The waste lubricating oil from the replacement of motorcycles should be put into
plastic drums and handed over to the recycling company for disposal. You cannot discharge waste lubricating oil at will,
otherwise it will cause damage to the environment such as the site, soil, water source, etc.

2. Disposal of waste batteries, light bulbs, exterior parts, filter elements, tires, iron parts, aluminum parts and other parts:
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these scrap parts should be recycled and processed separately. You can't throw it away at will, let alone dump the dilute
sulfuric acid in the battery to cause harm to people or cause pollution to the environment.
3. After the vehicle is scrapped, please dispose of it in accordance with the vehicle scrapping regulations of the traffic

management department or local vehicle management office.

XVII. Motorcycle related adjustment data m

Front (hand) brake free stroke 5~10mm Free clearance of throttle handle: 2~6mm

Rear (foot) brake free stroke 10~20mm Clutch free stroke: 5~10mm

Spark plug gap: 0.8~0.9mm

Intake valve clearance: 0.04-0.06mm.

Exhaust valve clearance: 0.10-0.13mm.

Torque value of rear shock absorber fastening bolt: 30~40 N-m

Handle tightening bolt torque value: 4~6N-m Flat fork shaft tightening nut torque value: 70~90 N-m
Torque value of tightening nut of front wheel axle: 70~90N-m Torque value of tightening nut of steering system: 50~70
N-m

Torque value of tightening nut of rear wheel axle: 70~90 N-m

Torque value of fastening bolts of front shock absorber and upper connecting plate: 10~14N-m

Torgue value of fastening bolts of front shock absorber and direction column: 20~25 N-m
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Torque value of engine suspension fastening nut: M8: 18~25 N-m, M10: 30~40 N-m

XViil. Main technical parameter table

Model

Vv302C

uolled1ads ddIYaA

Vehicle model

(commercial name)

Vv302C

Vehicle Type

Ordinary two-wheeled motorcycle

Vehicle Identification
Number

LBDPDPPAXXXXXXX

Approved manned

2 people (one for driving and one for riding)

Steering Type

Direction

Gear form

Sixth gear constant meshing

Braking form

Front wheel: Disc type Rear wheel: Disc type

Brake operation mode

Front wheel: hand brake Rear wheel: foot brake

Clutch form

Oil bath multi-piece

Start method

Electric start

Length*width*height

2120*836*1050

Wheelbase

1420
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Minimum ground 160

clearance

Whole vehicle curb 175

quality

Maximum load mass 150

Model V302C

Fuel tank capacity 14L
Vehicle Number of tires 2
specification Front wheel 120/80-16

Rear wheel 150/80-15

Ignition method ECU

Spark plug model CRS8E

Electricity Headlamp specifications | 12v 35W/35W
Device
Turn signal specifications | 12V LED
Tail light/brake light 12V LED

specifications

Fuse specifications

20A(2 units). 15A(1unit)s 10A(1unit)s 5A-ECU(1unit). 1A(1unit)

Battery specifications

12V 11.2Ah
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Engine form

V-twin double cylinder

engine model BD2V58MN
Compression ratio 11.8: 1
Actual displacement 298ml

engine Maximum net power 22.5kw/8500rpm
Maximum torque 26N.m/7000rpm
Bore*Stroke 58*56.4
Idle speed 1600+100
Engine lubricating oil SAE
Grade 15W-40
Lubricating oil capacity 2.2L
Fuel grade 95# and Above
Spark plug gap 0.8~0.9 mm
Primary speed ratio 3.238
First gear ratio 2.42
Second gear ratio 1.53

change Third gear ratio 1.18

speed Fourth gear ratio 1.04

ratio Five gear ratio 0.91
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Sixth gear ratio 0.81

Final speed ratio 3.714
performance | Maximum speed 128

Gradeability

Fuel consumption <3.40
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XIX: Common faults and causes of motorcycles

Phenome | Part location Cause of failure Disposal method
non
No fuel in the tank refuel
Fuel System
The fuel pump is blocked or damaged, and the fuel quality
Clean or replace
is poor
Cannot Spark plug failure: too much carbon deposits and long use
start Check or replace

Ignition system

time

Spark plug cap failure: poor contact or burnt

Ignition coil failure: poor contact or burnt

Check or replace

CDlI failure: poor contact or burnt

Check or replace

Trigger coil failure: poor contact or burnt

Check or replace

Stator failure: poor contact or burned out

Check or replace

Failure of each connection line: poor contact

Check or replace

Cylinder pressure

system

Starting mechanism failure: worn or damaged

Check or adjust

Intake and exhaust valve, valve seat failure: the fuel

Check or replace
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contains too much gum or has been used for too long

Cylinder, piston, piston ring failure: the fuel contains gum

or wear

Check or replace

Air intake pipe leak: use time is too long

Check or replace

Valve timing failure

Check or replace

Lack of

power

Valve piston

Excessive carbon deposits on intake and exhaust valves

and pistons: poor fuel quality and poor oil quality

Repair or replace

clutch

Clutch slip: poor oil quality, long use time, overload

Adjust or replace

Cylinder block,

Cylinder block and piston ring wear: poor oil quality, long

Change the oil

ring use time

Brake Brake separation is not complete: the brakes are too tight Adjustment

Chain Chain too tight: improper adjustment Adjustment
Engine overheating: The mixture is too rich or too thin,

engine Adjust or replace
and the quality of oil and fuel is poor.

Spark plug There are obstructions etc. Adjust or replace

Intake pipe Improper spark plug gap, normal 0.8-0.9 mm Adjust or replace
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Cylinder head

Air intake pipe leak: use time is too long, adjust or replace

Check or replace

Electrical system

Cylinder head or valve leak

Check or repair

Air filter The electrical system is faulty Clean or adjust
Headlight | cable Bad line connection Adjustment
sand Left and right Poor contact or damage to the switch
taillights switch Adjust or replace
do not Bulb and lamp holder inspection
light up Headlamp Adjust or replace
Headlight | Regulator Voltage regulator inspection: poor contact or burnt Check or replace
sand
taillights
do not Magneto Magneto coil inspection: poor contact or burnt Check or replace
light up

Battery No battery Adjust or replace
Horn does | Left switch Horn button check Adjust or replace
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not work

cable

Poor line contact

Adjust or replace

horn

Horn damage

Adjust or replace

The above-listed are common faults of motorcycles. If your motorcycle breaks down, please go to the designated
maintenance unit for inspection and repair in time.

87



MTO5 fault code table

fault code description
P0107 The intake pressure sensor is open or shorted to ground
The intake air pressure sensor is shorted to the power
P0108 supply
P0112 The intake air temperature sensor is shorted to ground
The intake air pressure sensor is open or shorted to the
P0113 power supply
The cooling/cylinder temperature sensor is shorted to
P0117 ground
The cooling/cylinder temperature sensor is open or
P0118 shorted to the power supply
P0122 Throttle position sensor is open or shorted to ground
P0123 Throttle position sensor shorted to power supply
P0131 Oxygen sensor (one cylinder) is shorted to ground
The oxygen sensor (one cylinder) is shorted to the power
P0132 supply
P0031 The oxygen sensor heater is shorted to ground
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P0032 The oxygen sensor heater is shorted to the power supply
P0201 A cylinder nozzle failure

P0202 Second cylinder nozzle failure

P0230 The oil pump (relay) is open or shorted to the ground
P0232 The oil pump (relay) is shorted to the power supply
P0336 Crankshaft position sensor has interference

P0337 No signal from crankshaft position sensor

P0351 Ignition coil failure of a cylinder

P0352 The second cylinder ignition coil failure

P0505 Idle speed control failure

P0562 System voltage is too low

P0563 System voltage is too high

P0650 Fault light failure

P1693 Tachometer shorted to ground

P1694 Tachometer shorted to power supply

The codes listed above are common fault codes for motorcycles. If your motorcycle breaks down, please go to the
designated maintenance unit for inspection and repair in time.

Remember: You can't handle the motorcycle breakdown by yourself, otherwise it will easily cause safety hazards or
safety accidents. If you handle the motorcycle breakdown by yourself, you will be responsible for the safety accident.
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XX. V302C electrical schematic diagram
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VORWARTS

Sehr geehrter Benutzer:
Vielen Dank, dass Sie sich fiir das von unserem Unternehmen entwickelte und produzierte zweiradrige
Motorrad V302C entschieden haben! Dieses Modell wurde von unserem Unternehmen auf der Grundlage
fortschrittlicher Technologie und avantgardistischer Designkonzepte im In- und Ausland entwickelt und
hergestellt. Wir hoffen, dass es Ihnen ein sicheres Fahren und ein komfortables Fahrerlebnis bieten kann!
Bevor Sie das Motorrad fahren, lesen Sie bitte die Vorschriften und Anforderungen in diesem praktischen
Handbuch vollstandig durch!
Dieses Handbuch beschreibt die Reparatur und Wartung dieses Motorrads, bitte halten Sie sich an die
Vorschriften dieses Handbuchs!
Das Unternehmen verfligt Gber spezialisiertes technisches Wartungspersonal und eine Wartungsabteilung,
die Sie mit einem guten technischen Wartungsservice unterstiitzen kann!
Das Unternehmen hat immer den Service-Grundsatz verfolgt, "die Kunden zufriedener zu stellen", und hat
die Produktqualitit und -leistung kontinuierlich verbessert, was zu Anderungen im Aussehen, in der Farbe
und in der Struktur fihren kann, was wiederum zu Unstimmigkeiten mit diesem Handbuch mdglich macht.
Bitte haben Sie Verstandnis. Die Bilder in diesem Handbuch dienen nur als Referenz, und das tatsachliche
Produkt ist malRgebend.

Nochmals vielen Dank fiir Ihre Aufmerksamkeit und lhr Vertrauen.
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. Benutzerhinweise

1.1 Sicherheitshinweise

Bitte beachten Sie zu lhrer personlichen Sicherheit und der des Fahrzeugs die folgenden sechs Vorschriften:
Tragen Sie alle Arten von Schutzausriistung auf korrekte Art und Weise.

@ Zur Schutzausristung gehoren Schutzhelme, Schutzbrillen, Knieschoner, Ellbogenschoner und Handschuhe. Das
Tragen von Schutzausriistung kann die Verletzungsgefahr bei einem Unfall erheblich verringern und Ihre personliche
Sicherheit in hochstem Male schiitzen.

@ Vertrautheit mit der Fahrzeugstruktur.

Das fahrerische Kdnnen des Fahrers und sein Verstandnis des Fahrzeugs sind die Grundlage fiir sicheres Fahren. Bevor
Sie offiziell auf der StraRRe fahren, sollten Sie auf einem freien Feld ohne andere Fahrzeuge Uben und sich mit dem
Fahrzeug und seiner Handhabung vertraut machen.

@ Erkennen Sie die Grenze lhrer eigenen sicheren Geschwindigkeit.

Die Fahrgeschwindigkeit hangt von den Bodenverhaltnissen, Ihren eigenen Fahigkeiten und dem Wetter ab. Fahren
Sie immer mit einer sicheren Geschwindigkeit und im Rahmen lhrer Fahigkeiten. Wenn Sie diese Grenze kennen, kdnnen
Sie Unfdlle vermeiden.

@ Tragen Sie angemessene Kleidung.

Lockere, bizarre Kleidung kann beim Fahren unangenehm und unsicher sein. Wenn Sie auf dem Sattel sitzen, kdnnen
Sie mit gut sitzender Kleidung lhre Hande, FiRe und den ganzen Korper frei bewegen. Wahlen Sie also moglichst

hochwertige, eng anliegende Kleidung.



@ Prifen Sie dies vor dem Fahren.
Bitte lesen Sie die Anweisungen im Abschnitt "Kontrolle vor der Fahrt" in diesem Handbuch sorgfaltig durch, denn
eine regelkonforme Fahrweise kann die Sicherheit von lhnen und lhren Mitfahrern gewéhrleisten.
@ Achten Sie bei bew6lktem Himmel und Regenwetter besonders auf die Sicherheit beim Fahren.
Achten Sie besonders auf regnerische Tage. Denken Sie daran, dass der Bremsweg doppelt so lang ist wie an sonnigen
Tagen. Halten Sie beim Fahren Abstand zu Schachtabdeckungen, Markierungsfarben und oligen StraBen, um ein m

Ausrutschen zu vermeiden.

1.2. Position der Nummern (Abbildung 1)
@. Fahrgestellnummer (VIN): auf der rechten Seite des Fahrgestelltragers;
(2. Namensschild: Kriimmer auf der rechten Seite des Fahrgestells;

@. Motornummer: Oberhalb des linken Kurbelgehauses.



Lageplan von Typenschild, Fahrgestellnummer, VIN-Code und Motornummer

Bitte tragen Sie die Fahrgestell- und Motornummer unten als Referenz ein:

VIN

MOTORNUMMER

Il. Kurze Einfiihrung in das zweiradrige Motorrad

Die zweiradrigen Motorrader haben eine kompakte Struktur und ein einzigartiges, neuartiges Aussehen, sind sehr
bequem zu fahren und ziemlich stabil. Alle Modelle sind mit einem elektronischen Kraftstoffeinspritzsystem ausgestattet,
das umweltfreundlicher ist, den Kraftstoffverbrauch und die Emissionen senkt und die Emissionsanforderungen erfiillt.

Das zweiradrige Motorrad wird lhnen ein noch nie dagewesenes Fahrerlebnis bieten !



2.1. Der Anwendungsbereich von zweirdadrigen Motorradern
V302C Es ist ein zweirddriges Motorrad, das sich sowohl an stadtische StraBen als auch an Landstrallen anpasst.
2.2. Merkmale von zweirdadrigen Motorradern
1. Starke Leistung und hohe Tragfahigkeit.
2. GroRes Drehmoment und starke Steigfahigkeit.
3. Nutzt elektronische Kraftstoffeinspritzung.
4. Verwendet einen modernen und professionellen wassergekiihlten Motor aus dem Inland.
5. Nutzt ein "vollstandiges DC-Stromversorgungssystem".
2.3. Beférderungsvorschriften

Beférderungskapazitat: 2 Personen (eine fiir den Fahrer und eine fiir den Beifahrer). Maximal zuldssige Last: 150 kg.
2.4. Kraftstoff

Kraftstoffsorte: Bleifreies Benzin oder hoher.
Da Benzin hochentziindlich ist, missen Kraftstofftank, Kraftstofffilter, Kraftstoffleitung, Drosselklappengehause und andere Teile dieses

Fahrzeugs, die aufgrund von Beschidigung oder Alterung Ol verlieren, rechtzeitig repariert werden, bevor sie verwendet werden

konnen. Bleifreies Benzin kann die Lebensdauer von Ziindkerzen und Schalldéampfern verlangern.



2.5. Elektrische Teile

Sie konnen die elektrischen Leitungen dieses Fahrzeugs nicht selbst einbauen oder dndern, und Sie kénnen auch die
elektrische Ausriistung nicht selbst vergroBern oder erweitern. Andernfalls wird die elektrische Anlage tberlastet, was
zu einer Uberhitzung der Leitung, zum Durchschmelzen der Sicherung oder zu einem Kurzschluss der Leitung und sogar

zu Funkenbildung fiihren kann, was wiederum zu einem Brand des Fahrzeugs und anderen Gefahren bringen kann.

& Gefahr:
Das Unternehmen haftet nicht fiir die Folgen, die durch die Erginzung oder Anderung der elektrischen Leitung des

Fahrzeugs oder durch die Verstarkung oder Erweiterung der elektrischen Ausriistung entstehen.

2.6. Wartung

Die aufgefiihrten Teile sind streng nach den Vorgaben der "Tabelle der Wartungsintervalle" zu warten.
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lll. Sicheres Fahren mit dem Motorrad

Das Motorrad ist ein zweirddriges Kraftfahrzeug, das dem Fahrer Bequemlichkeit und einen schnellen Lebensstil bieten

kann. Um die beste Leistung lhres Motorrads zu gewahrleisten, missen Sie es richtig warten. Das Motorrad muss

sicher und leistungsfahig sein, und Sie missen gesund sein, wenn Sie das Motorrad fahren, damit Sie es in bestem m
Zustand kontrollieren kénnen.

& Gefahr:
Halten Sie sich beim Fahren an die Verkehrsregeln und fiihren Sie vor dem Fahren eine Inspektion durch.

3.1. Regeln fiir sicheres Fahren

1. Bevor Sie das Motorrad starten, missen Sie das Fahrzeug sorgfaltig Gberprifen, um sicherzustellen, dass es sicher und
ordnungsgemaR ist. Dadurch kdnnen Unfalle und Schaden an Teilen vermieden werden.

2. Motorradfahrer missen die Priifung der StralRenverkehrsbehorde bestehen und einen "Motorradfiihrerschein"
erwerben; es ist nicht gestattet, ein Motorrad an Personen ohne "Motorradfiihrerschein" auszuleihen.

3. Um Schaden zu vermeiden, sollten Sie Folgendes tun:

e Auffillige Kleidung tragen.

e Fahren Sie nicht zu dicht an andere Kraftfahrzeuge heran und benutzen Sie Signale wie Blinker, Hupen und Bremslichter richtig.

eBitte fahren Sie nicht in den toten Winkel der Sicht anderer Fahrer.
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4. Halten Sie sich strikt an die Verkehrsregeln.

eUberhdhte Geschwindigkeit ist der Hauptfaktor, der zu Unfillen fiihrt. Bei Regen und Schnee, SchotterstraRen,
Kreuzungen und anderen StraRenverhaltnissen mussen Sie vorsichtig fahren oder die Geschwindigkeit verringern.

eBeim Abbiegen und Wechseln der Fahrspur missen Signaleinrichtungen wie Blinker eingeschaltet werden, um die
Aufmerksambkeit der anderen Fahrer zu erregen.

5. Der Fahrer sollte sich mit beiden Handen am Lenkrad festhalten und auf die vorderen Pedale treten; der Beifahrer sollte
sich mit beiden Handen an den Handldufen festhalten oder die Taille des Fahrers umschlieBen und auf die hinteren Pedale

treten.

3.2. Produkte zum Schutz der Sicherheit

1. Die meisten Verletzten bei Motorradunfdllen sind Kopfverletzungen. Daher missen Fahrer und Beifahrer Helme tragen, die den
Sicherheits- und Qualitatsstandards entsprechen, und Schutzausriistung wie staubdichte Brillen und Handschuhe tragen.

2. Wahrend des Fahrens ist die Temperatur des Auspuffschallddampfers hoch. Um Kontakt und Verbrithungen zu vermeiden,
sollten sowohl der Fahrer als auch der Beifahrer Stiefel und andere Ausriistung tragen.

3. Tragen Sie keine weite Kleidung, um zu verhindern, dass Sie sich am Lenkrad, am Kupplungshebel, an den Pedalen oder

an benachbarten Fahrzeugen verfangen, was zu Unfallen fiihren kann.
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3.3. Fahrzeugumriistung

A Gefahr:
Wenn Sie Kabel und elektrische Gerate selbst verindern, iibernimmt das Unternehmen keine Verantwortung fiir die
gefdhrlichen Folgen wie Kurzschluss von Kabeln, durchgebrannte Sicherungen, elektrische Vorrichtungen, die die

Nennleistung iiberschreiten, oder Funkenbildung und Verbrennung des Fahrzeugs.

“Hinweis:

UnsachgemiBe Beladung oder Ubergewicht bei Motorridern schadet der Leistung des Fahrzeugs und beeintrichtigt
die Fahrstabilitdt des Fahrzeugs.

Modifikationen an Motorradern oder die Entfernung von Originalteilen konnen die Sicherheit des Fahrzeugs

beeintrachtigen oder zu einem illegalen Betrieb fiihren. Bitte beachten Sie alle in lhrem Gebiet geltenden

Vorschriften.

Beladen mit Lasten:
1. Der Gewichtsmittelpunkt der Ladung (Schwerpunkt) sollte niedrig und nahe der Fahrzeugmitte liegen.
2. Stellen Sie den Reifendruck entsprechend dem Ladegewicht und den Fahrbedingungen ein.

3. Alle Lasten missen fest mit dem Fahrzeug verbunden sein, um eine stabile Handhabung zu gewahrleisten.
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4. Befestigen Sie keine groBen und schweren Gegenstinde an der Lenkstange, dem vorderen StoRdampfer oder dem
vorderen Kotflligel, da dies sonst leicht zu instabilem Fahrverhalten oder schlechter Lenkung fiihren kann.

5. Es ist strengstens untersagt, die flir das Fahrzeug vorgeschriebene Hochstlast (150 kg) zu tGberschreiten.

3.4 Warnung zum Einbau von Zubehor

Das Originalzubehor dieses Fahrzeugs wurde von der Firma getestet. Wenn Sie nicht originales Zubehor einbauen,
Gbernimmt das Unternehmen keine Verantwortung.

Nach dem Einbau von nicht originalem Zubehér missen Sie Folgendes sorgfaltig priifen: Sichtbarrieren, Bodenfreiheit,
Seitenneigungswinkel, Lenkbarkeit des Lenkmechanismus, Bedienbarkeit und Leistung des Zubehors. Wenn eines der oben

genannten Probleme auftritt, sollten Sie den Anbau riickgdngig machen, bevor Sie das Fahrzeug verwenden kdnnen.
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IV. Gebrauchsanweisung

4.1. Position der Teile

Abb.1

15

1. (Abb.1)
@ Rickspiegel Lx
() Scheinwerfer
@ Blinker vorne Lx
@ Batterie
@ Polster
@ Hinteres Kennzeichen
@ Blinker hinten Lx
Bremssattel vorne
(9) Schalthebel
Pedal Lx
@ Stander
@ Stander Rx



egf TP o1 30

Abb.2
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2. (Abb.2)

@ Riickspiegel Rx

@ Blinker vorne Rx

(3 VIN

@ Tankdeckel

@ Typenschild

(®) Luftfilter

@ Blinker hinten Rx
Hintere Bremsklammer
@ Hinterradaufhdangung
Auspufftopf

@1 Pedal hinten Rx

(2 Pedal vorne Rx

@ Bremspedal



Abb.3
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3. (Abb.3)

@ Kupplungshebel

@ Linke Schalterkombination
@ Zundschalter

@ Armaturenbrett

@ Rechte Schalterkombination
@ Gasgriff

@ Vorderer Bremshebel



4.2. Armaturenbrett und Ziindschalter

® ® O ® ®© O

Armaturenbrett (Abb.4)
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Die Namen und Funktionen der Anzeigesymbole entnehmen Sie bitte der Tabelle.

Code Nr. | Bezeichnung Funktion

1 Geschwindigkeitsanzeige Momentane Geschwindigkeit des Fahrzeugs

2 Anzeige des Kilometerstandes Der Gesamtkilometerstand des Fahrzeugs

3 Ganganzeige Anzeige der Gangstellung des Motors

4 Anzeige der Kraftstoffmenge Anzeige der im Kraftstofftank verbliebenen Kraftstoffmenge

5 EFI-Fehleranzeige Wenn der Motor lauft, erlischt die Anzeige, bei einer Stérung leuchtet sie
gelb und blinkt

6 Anzeige linker Blinker Die vorderen und hinteren linken Blinker blinken und die Kontrollleuchte
leuchtet grin auf

7 Leerlaufanzeige Leuchtet grin auf, wenn der Leerlauf eingelegt ist.

8 Fernlicht-Anzeige Das Fernlicht ist eingeschaltet und die Kontrollleuchte leuchtet blau.

9 Anzeige rechter Blinker Die vorderen und hinteren rechten Blinker blinken und die Kontrollleuchte
leuchtet grin auf

10 Alarmanzeige flr die | Leuchtet rot auf: Das KihImittel ist Uberhitzt und das Kihlsystem ist

Wassertemperatur defekt.
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11

ABS-Anweisungen

Anzeige des ABS-Status

12

Anzeige der

Begrenzungsleuchten

Vordere Positionsleuchte, Armaturenbrettbeleuchtung, hintere

Positionsleuchte leuchten auf

13

Zeitanzeige

Anzeige der aktuellen Uhrzeit

14

Taste nach oben

Umschalten zwischen Gesamt- und Zwischensumme des

Kilometerstands. Einstellung der Messzeit.

15

Taste nach unten

Die Zwischensumme der Kilometerstande wird geldscht und die Zahlerzeit

wird eingestellt.

Hinweis: Wenn die Taste "nach oben" einmal gedriickt wird, wird zwischen Gesamt- und Zwischensumme des

Tabelle 1

Kilometers umgeschaltet. Wenn die Zwischensumme angezeigt wird, driicken Sie die Taste lange, um die

Zwischensumme zu I6schen.

Driicken Sie lange auf die Taste "nach oben", um in den Uhrzeiteinstellungsmodus zu gelangen. Driicken Sie

dann einmal die Taste "nach oben", um die Uhr auf die gewiinschte Position einzustellen. Driicken Sie die Taste

einmal, um die Uhrzeit einzustellen.
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4.3. Ziindschalter

Das Ziindschloss
(Abbildung 5) befindet
sich vor dem Lenker,
und das Ziindschloss
muss vor dem Starten
des Motorrads
eingeschaltet werden.
Die  Schlisselstellung
und Funktion sind in

Tabelle 2 angegeben.

Stellung des Funktion Zustand des Schlissels
Schlussels
Der Stromkreis ist unterbrochen und der Kann herausgezogen
AUS (43 ”»

Motor kann nicht gestartet werden

werden

EIN « O ”»

Der Stromkreis ist geschlossen und der

Motor kann gestartet werden

Kann nicht herausgezogen

werden

Lenkungssperre

R

Der Stromkreis ist unterbrochen und die

Lenkung ist verriegelt

Kann herausgezogen

werden
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Hinweis:

1.1. Wenn das Fahrzeug nicht verwendet wird, drehen Sie den Schliissel in die
Aus-Position”@ ” oder Richtungssperre ”|i|" und ziehen Sie den Schliissel ab.

2. Sperren Sie den Lenkmechanismus: Drehen Sie zunidchst die Vorderseite des Fahrzeugs in

die duBerste linke Position, driicken Sie den Schliissel in der Position ”@ ” nach unten,

lassen Sie ihn los, damit der Schliissel zuriickspringt, und drehen Sie ihn gegen den

Uhrzeigersinn in die Position “|i-|”,

Abb.5
Vor dem Verriegeln des Lenkrads zuerst abbremsen und komplett anhalten und dann mit
dem Stdnder abstellen; nach dem Verriegeln das Motorrad niemals schieben, da es sonst
das Gleichgewicht verliert.
4.4. Rechte Schalterkombination Tabelle 2

@ABS-SchaIter
(2)schutzausschalter
(3)scheinwerfer, Positionslichtschalter

@ Elektrostart-Taste

Abb.6 Rechte Schalterkombination
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1. Schutzausschalter

Der Schutzausschalter befindet sich auf der rechten Seite des Richtungsgriffs, und der Schutzausschalter hat zwei

Positionen: ”@”und”o”o

AUS”@” Der Schutzausschalter ist ausgeschaltet - in dieser Stellung ist der Ziindstromkreis unterbrochen, der laufende Motor ist

ausgeschaltet und kann nicht gestartet werden.

EIN”O” Der Schutzausschalter ist eingeschaltet - er muss wahrend des Betriebs in diese Stellung gebracht werden, und der

Zindstromkreis ist geschlossen.

2. Scheinwerfer, Positionslichtschalter

Der Scheinwerfer- und Positionslichtschalter hat drei Zustande: WX wIDAZr e

Scheinwerfer “'E.bf‘ ” Wenn sich der Schalter in dieser Stellung befindet, sind die Scheinwerfer, Positionslichter und Riicklichter

eingeschaltet.

Positionslicht =0 O:‘" Wenn sich der Schalter in dieser Stellung befindet, sind das Positionslicht und das Rucklicht eingeschaltet.

AUS ™ o 7 Wenn sich der Schalter in dieser Stellung befindet, werden die Scheinwerfer, Positionslichter und Ricklichter

ausgeschaltet.

3. Elektrostart-Taste
Die Funktionsweise ist wie folgt: Nach Abschluss der Startvorbereitungen (siehe Seite 16) die Elektrostart-Taste driicken

”G) ”. Gegebenenfalls gleichzeitig die Abdeckung des Gasgriffs drehen, um den Motor richtig zu betanken und zu starten.
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4.5. Linke Schalterkombination

@Abblendlicht Einstellschalter
(@schalter fiir das Uberhollicht
@BIinker-SchaIter
@Hupenschalter

Abb.7 Linke Schalterkombination

1. Scheinwerfer-Abblendschalter

Der Scheinwerferschalter hat zwei Betriebszustiande: das Zindschloss einschalten und den "Scheinwerfer-,

‘6’
”

Positionslichtschalter" auf dieses Zeichen drehen “ 7

Z Z
Abblendlicht “Z“~"" “Scheinwerfer-Abblendschalter” auf dieses Zeichen drehen “Z~"" ist Abblendlicht.
Fernlicht “=\J” Scheinwerfer-Abblendschalter auf dieses Zeichen drehen “=\" ist Fernlicht.
AWarnung:

Bitte andem Sie den Zustand des Fern- und Abblendlichts entsprechend den StraBenverhdltnissen. Bei einem
entgegenkommenden Fahrzeug stellen Sie bitte das Abblendlicht ein, um zu vermeiden, dass die Blendung der Scheinwerfer die
Fahrweise der Fahrer des entgegenkommenden Fahrzeugs beeintrachtigt und Verkehrsunfalle verursacht.
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2. Schalter fiir das Uberhollicht
Wenn der "Schalter fiir das Uberhollicht" gedriickt wird, ist das Uberhollicht eingeschaltet;

Wenn der "Schalter fiir das Uberhollicht" losgelassen wird, leuchtet das Uberhollicht nicht mehr.

DHinweis:

Das Uberhollicht leuchtet nicht, wenn das aktuelle Lampenlicht auf Fernlicht eingestellt ist ”EO" m

3. Blinker-Schalter

Wenn Sie nach links abbiegen, schalten Sie den "Blinker-Schalter" in die Position ""; die vorderen und hinteren Blinker auf
der linken Seite und die linke Blinkleuchte auf dem Armaturenbrett leuchten auf.

Wenn Sie nach rechts abbiegen, schalten Sie den "Blinker-Schalter" in die Position ""; die vorderen und hinteren Blinker auf
der rechten Seite und die rechte Blinkleuchte auf dem Armaturenbrett leuchten auf.

Drehen Sie den "Blinker-Schalter" in die mittlere Stellung; die linken und rechten Blinker und die Anzeigeleuchten sind

ausgeschaltet.

a Warnung:
Sie miissen den Blinkerschalter einschalten, wenn Sie abbiegen oder die Spur wechseln wollen, und den

Blinkerschalter ausschalten, wenn Sie den Abbiegevorgang abgeschlossen oder die Spur gewechselt haben.
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4.6. Einstellung des Scheinwerferneigungswinkels (Abbildung 8)

Aufgrund der unterschiedlichen KorpergroRen und Beobachtungsgewohnheiten der Benutzer gibt es unterschiedliche
Anforderungen an die Beleuchtung bei Nachtfahrten. Um den Nutzern ein besseres Fahrgefiihl bei Nacht zu vermitteln,
sind die Scheinwerfer so konzipiert, dass der Neigungswinkel eingestellt werden kann. Die Benutzer kbnnen den
Neigungswinkel nach ihren eigenen Bediirfnissen einstellen. Die Einstellmethode ist wie folgt:

Der erste Schritt besteht darin, die oberen und unteren Befestigungsschrauben, die den Scheinwerfer fixieren, mit einem
S#-Inbusschliissel zu l6sen.

Schritt 2. Nach dem Losen der Schrauben halten Sie die Scheinwerfer vorsichtig mit beiden Handen nach oben und
unten, und drehen Sie die Scheinwerfer vorsichtig nach oben und unten mit den Befestigungsschrauben als Achse, um sie

in eine geeignete Position zu bringen. Ziehen Sie die Schrauben wieder fest.

Die Befestigungsschrauben Die _Befestigungsschrauben
des Scheinwerfers lockern des Scheinwerfers lockern Der Grenzwinkel der Drehung

. betrdgt etwa 5 Grad.

N\ Halten Sie den Scheinwerfer
mit beiden Handen nach
oben und unten, um die
Endposition als Achse zu
fixieren, und drehen Sie den
Scheinwerfer vorsichtig nach
oben und unten, um ihn in
eine geeignete Position zu
bringen.

Abb.8

Die  Position  der
Befestigungsschraube =_/
ist die Achse =4
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4.7. So wird der Kraftstofftank ge6ffnet (Abb. 9)

Abb.9 Tankdeckel
4.8. Bereifung

Der richtige Reifendruck sorgt fiir ein stabiles Fahrverhalten, Fahrkomfort und langlebige Reifen. Der Reifendruck sollte

bei "kalten Reifen" Gberprift werden.

Offnen Sie die kleine Abdeckung, die das Schliisselloch abdeckt,
stecken Sie den Schlussel in das Loch des Tankverschlusses und
drehen Sie ihn im Uhrzeigersinn, um den Tankverschluss zu
offnen; ziehen Sie beim SchlieBen den Schlissel heraus,
schlieBen Sie vorsichtig den Tankverschluss und driicken Sie fest,
bis Sie ein "Klick"-Gerausch héren. Zum Schluss schlieBen Sie

die kleine Abdeckung, die das Schliisselloch verdeckt.

Reifenspezifikationen und Reifendruck finden Sie in Tabelle 2:

Reifendruck im kalten Zustand

Einfache Fahrt

Doppelte Fahrt

kPa kgf/cm2 psi | kPa | kgf/cm2 psi
Vorderrad 225 2.25 33 | 225 2.25 33
Hinterrad 225 2.25 33 | 225 2.25 33
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Tabelle 3 Uberpriifen Sie den Reifenzustand. Falsche Reifenspezifikationen

beeintrachtigen das Fahrverhalten des Motorrads. Beschadigte und

Abnutzungs-
streifen

s zerkratzte Reifen kdnnen einen Reifenschaden verursachen und dazu
fiihren, dass das Fahrzeug die Kontrolle verliert. UbermaRig

Abnutzungs-
markierung

abgenutzte Reifen kénnen Reifenschdaden verursachen und dazu
fuhren, dass das Fahrzeug aulRer Kontrolle gerat. Der Reifenverschleil
wirkt sich auch auf die Reifenform und das Fahrverhalten aus.

Priifen Sie den Zustand und den Luftdruck der Reifen taglich vor der

Verwendung. Wenn die Reifen viele offensichtliche Schaden

Abb.10 Reifeninspektion aufweisen, wie z. B. Briiche oder Kratzer, oder wenn die Reifen bis zur

Grenze abgenutzt sind, miissen sie ersetzt werden.

/“Hinweis:1. Wenn Sie merken, dass der Reifendruck abfillt, priifen Sie, ob sich Nagel oder kleine Locher im Reifen
befinden und ob die Felgenseite beschadigt ist. Bei schlauchlosen Reifen wird die Luft allmahlich abgelassen, wenn sie
kleine Locher haben.

2. Ein falscher Reifendruck kann zu einer abnormalen Abnutzung des Reifenprofils und sogar zu Sicherheitsunfallen
fuhren.

3. Ein unzureichender Reifendruck kann zu einer Beschadigung des Reifens oder zur Abl6sung von der Felge fiihren.
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AWarnung:

1. Die dreieckige Markierung zeigt die Position der VerschleiBleiste an. Wenn die VerschleiBleiste den Boden beriihrt, ist
der Reifen bis zur Grenze abgenutzt. Die Reifen miissen ausgetauscht werden.

2. Achten Sie beim Auswechseln der Reifen darauf, dass GroBe und Modell der Ersatzreifen mit den Angaben in Tabelle
3 lGibereinstimmen. Wenn Sie die Reifen einer anderen Grof3e oder eines anderen Modells wechseln, beeintrachtigt dies
das Fahrverhalten des Motorrads und kann zum Verlust der Kontrolle iiber das Motorrad fiihren.

3. Wuchten Sie nach der Reparatur oder dem Austausch der Reifen die Rader aus. Es ist sehr wichtig, die Rader richtig

auszuwuchten, um einen ungleichmiafigen Kontakt zwischen Reifen und Stralle sowie eine ungleichmiBige Abnutzung

& Gefahr:

1. Schlauchlose Reifen sind an der Kontaktstelle zwischen der Felge und dem Wulst abgedichtet. Um das Austreten von
Luft zu vermeiden, sind fiir die Demontage und Montage von schlauchlosen Reifen spezielle Werkzeuge erforderlich,
um die Felge und den Wulst zu schiitzen, und es wird eine spezielle Reifenmontiermaschine verwendet.

2. Um die kleinen Locher eines schlauchlosen Reifens zu reparieren, miissen Sie den Reifen abnehmen und einen
Flicken auf der Innenseite des Reifens anbringen. Verwenden Sie keine externen Reparaturmethoden, da die
Zentrifugalkraft des Reifens beim Drehen die reparierte Stelle lockert. Die Fahrzeuggeschwindigkeit darf innerhalb von
24 Stunden nach der Reparatur des Reifens 80 Stundenkilometer nicht liberschreiten, und die Fahrzeuggeschwindigkeit
darf in Zukunft 130 Stundenkilometer nicht iiberschreiten. Wenn Sie die Geschwindigkeit liberschreiten, steigt die Hitze
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5. Bedienungsanleitung

5.1. Einfahren eines neuen Motorrads
Die Einfahrphase bezieht sich auf eine Behandlungsmethode, die durchgefiihrt wird, um sicherzustellen, dass die
Verbindungsflache zwischen den Teilen und den Teilen wahrend der ersten Verwendung des neuen Fahrzeugs den besten
Verbindungszustand erreicht. Das richtige Einfahren kann die Lebensdauer des Fahrzeugs maximieren.
Neufahrzeug Einfahrkilometer: 1500km.
1. Wahrend der Einfahrphase ist folgendes zu beachten: Den Gasgriff sollte nicht mit zum Anschlag gedreht werden, und die maximale
Motordrehzahl solite 6500 U/min nicht (iberschreiten (siehe Armaturenbrett). Die Fahrzeuggeschwindigkeit wird in folgendem Bereich geregelt:
0 - 300km Einfahren:
Der Gasgriff solite nicht wesiter als bis zu 1/2 der maximalen Drehung gedreht werden; die Fahrzeuggeschwindigkeit liegt innerhalb von 50km/h.
300 - 600km Einfahren:
Der Gasgriff solite nicht wesiter als bis zu 2/3 der maximalen Drehung gedreht werden; die Fahrzeuggeschwindigkeit liegt innerhalb von 60 km/h.
600 - 1500km Einfahren:
Der Gasgriff sollte 3/4 der maximalen Drehung nicht Uberschreiten; die Fahrzeuggeschwindigkeit sollte innerhalb von 70km/h liegen.
2. Vermeiden Sie dauerhaft niedrige Geschwindigkeiten: Wenn der Motor bei einer bestimmten niedrigen Geschwindigkeit

(geringe Last) lauft, werden die Teile glatt geschliffen, und das Einfahren wird nicht ordnungsgemaR stattfinden.
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3. Verniinftige Nutzung der einzelnen Gange: Fahren Sie nicht mit einer festen Motordrehzahl weiter. Sie kénnen die Drehzahl angemessen

andern, damit alle Teile des Motors den Druck "tragen" kdnnen, so dass der Motor besser einlaufen kann.

4. Lassen Sie das Motordl vor dem Fahren zirkulieren: Nach dem Anlassen des kalten und warmen Motors und vor der
Belastung muss der Motor ausreichend lange im Leerlauf laufen, damit das Motordl alle wichtigen Teile des Motors
schmieren kann, wodurch der Verschleild verringert und die Lebensdauer verlangert wird; aullerdem kann es den Motor

gut aufwarmen. m
5. Einfahren der neuen Reifen: Auch die Reifen missen eingefahren werden. Bevor die neuen Reifen eingefahren werden,

sollten Sie den Einschlagwinkel innerhalb von 160 Kilometern schrittweise erhdhen, aber plétzliches Bremsen, schnelles

Beschleunigen und scharfe Kurven vermeiden.

A Gefahr:

Schlecht eingefahrene Reifen kénnen zum Schleudern oder zum Verlust der Kontrolle fiihren. Wenn Sie neue Reifen
verwenden, miissen Sie besonders vorsichtig sein. Lassen Sie die Reifen innerhalb der ersten 160 Kilometer (100
Meilen) einlaufen.

6. Fahrzeuglberholung wahrend der Einfahrzeit: Bitte fiihren Sie die Fahrzeugiberholung durch, nachdem das neue
Fahrzeug fir 1.000 Kilometer gefahren wurde. Wahrend der Einfahrzeit sind andere Teile in Betrieb genommen worden. Zu

diesem Zeitpunkt sollten alle Teile gut eingestellt sein. Wechseln Sie dann das Ol.

“Hinweis:

Wenn sich das Fahrzeug in einem schlechten Zustand befindet, muss es vor 1000 Kilometern iiberholt werden.
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5.2. Inspektion vor der Fahrt

Um die Fahrsicherheit zu gewahrleisten, Giberprifen Sie das Motorrad bitte sorgfiltig, bevor Sie es in Betrieb nehmen;
sollten bei der Inspektion Anomalien festgestellt werden, miissen diese repariert und behoben werden, bevor das
Motorrad in Betrieb genommen werden kann.

Die Inspektion kann nach den folgenden Verfahren durchgefiihrt werden:

1. Prufen Sie das Schmierdl im Motor (siehe Seite 33) und vergewissern Sie sich, dass es keine Leckage gibt;

2. Prifen Sie, ob der Kraftstoff ausreichend ist;

3. Prufen Sie, ob die KiihlIfllssigkeit im Kiihlsystem ausreichend ist, und stellen Sie sicher, dass keine Leckage vorhanden ist;
4. Prisfen Sie die vorderen und hinteren Bremsen: freier Bremsweg (5-10 mm vorne, 10-20 mm hinten), leichtggdngige Funktion;

5. Prufen Sie die Vorder- und Hinterreifen: Luftdruck, VerschleiRtiefe des Profils und Risse (siehe Seite 20);

6. Prifen Sie den Antriebsriemen: Die Elastizitat ist angemessen, und es gibt keinen Defekt oder Schaden;

7. Priifen Sie den Gasgriff: der freie Spalt (2-6 mm), ob die Olbetankung oder Olriickfiihrung leicht zu bedienen ist;

8. Prufen Sie die Lichter und Signallampen: Stellen Sie sicher, dass die Scheinwerfer, Riicklichter, Bremslichter, Blinker,
Kontrollleuchten und Hupen in gutem Zustand sind;

9. Priifen Sie den Elektrolyt der Batterie und fligen Sie rechtzeitig destilliertes Wasser hinzu (siehe Seite 48);

10. Uberpriifen Sie die Lenkvorrichtung: Sie sollte stabil und drehbar sein, ohne Lockerheit und axiale Bewegung;

11. Uberpriifen Sie den Kupplungsgriff: freies Spiel (5-10mm), leichtgingig;

12. Befestigungsschrauben und -muttern: vordere und hintere StoRdampfer, flache Gabelachsen, vordere und hintere
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Radachsen, Motoraufhdngung, Lenksystem, Lenkgriffe, vordere und hintere Bremsen, Kupplungen, hintere

Aufhdngungssysteme, elektrische Komponenten, usw.

AWarnung:
Werden Inspektionen und ordnungsgemaRe Wartungsarbeiten vor der Fahrt nicht durchgefiihrt, stellt dies ein
Sicherheitsrisiko fiir das Fahren dar.

5.3 Starten des Motorrads m

(Abb.11)

1. Schalten Sie das Ziindschloss ein, schalten Sie den Schutzausschalter auf dieses Zeichen ”O”.

2. Schalten Sie in den niedrigen Gang oder in den Leerlauf.

3. Greifen Sie den Kupplungsgriff mit der linken Hand (kuppeln Sie aus, wenn er nicht im Leerlauf ist).

4. Driicken Sie den elektrischen Startknopf”G) 7, falls erforderlich, drehen Sie gleichzeitig den Gasgriff, um den Motor

richtig zu betanken und zu starten.

Kupplungsgriff Schutzausschalter

Zundschalter

Gasgritt

Abb. 11 Startvorbereitung
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& Gefahr:

1. Um zu vermeiden, dass Sie beim Anfahren Fehler machen, zu schnell vorwirts fahren und eine Gefahr darstellen, legen
Sie den Leerlauf ein und geben Sie kein Gas.

2. Wenn Sie nicht fahren, sollte die Motordrehzahl nicht zu hoch und die Leerlaufzeit nicht zu lang sein, da sonst der
Motor liberhitzt, die inneren Teile beschadigt werden und der Auspuff sich verfarbt.

A Gefahr:

1. Wenn Sie dieses Fahrzeug zum ersten Mal fahren, empfehlen wir lhnen, eine nicht 6ffentliche StraRe zum Uben
aufzusuchen, bis Sie mit der Kontrolle und dem Mandvrieren dieses Fahrzeugs vertraut sind.

2. Das einhadndige Fahren ist am gefahrlichsten. Sie sollten den Lenker mit beiden Hinden festhalten und mit den Fiien
auf den Pedalen fahren. Nehmen Sie auf keinen Fall beide Hande bei der Fahrt vom Lenker.

3. Verringern Sie die Geschwindigkeit vor dem Abbiegen auf eine sichere Geschwindigkeit.

4. Die StraBle ist nass und glatt, die Reibung der Reifen ist gering, und die Brems- und Wendefahigkeit ist natiirlich
reduziert, so dass die Geschwindigkeit im Voraus reduziert werden muss.

5. Seitenwind tritt normalerweise am leichtesten an Tunnelausgdngen, in Tdlern oder wenn groBe Fahrzeuge von hinten
vorbeifahren auf. Sie miissen vorsichtig und ruhig sein und mit langsamerer Geschwindigkeit fahren.

6. Halten Sie sich an die Verkehrsregeln und die Geschwindigkeitsbegrenzung.
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Hinweis:

1. Lassen Sie den Motor nach dem Starten 2-3 Minuten lang warmlaufen, bevor Sie auf der StraBe fahren. Motoren mit
unzureichender Vorwarmtemperatur verschleilen die Zylinder, Kolbenringe, Kipphebel und andere Teile wahrend der
Fahrt starker.

2. Wenn der elektrische Startknopf "(’) ”, betatigt wird, sollte er bei jeder Betatigung innerhalb von 3 bis 5 Sekunden
losgelassen werden; andernfalls kann sich die Batterie zu schnell entladen, was die Lebensdauer der Batterie
beeintrachtigt.

3. Nachdem der Motor gestartet wurde, sollte der elektrische Startknopf “® ” sofort losgelassen werden; wahrend
der Motor lauft, darf der elektrische Startknopf “® ” nicht gedriickt werden, da sonst der Motor leicht beschadigt
werden kann.

4. Vergewissern Sie sich, dass der Stander vollstandig eingeklappt ist, um eine Behinderung des Fahrens und ein
Versagen der Steuerung beim Linksabbiegen zu vermeiden.

5. Nach dem Starten oder Fahren bitte regelmaBig nachfiillen (Gasgriff drehen).

6. Starten Sie das Motorrad nicht auf engem Raum, um die Gefahr einer Vergiftung durch die schwer zu
entweichenden Abgase zu vermeiden.

7. Wenn der Kupplungsschalter ausfillt, sollte er rechtzeitig ausgetauscht werden.

8. Es ist strengstens verboten, den Motor zu starten, ohne die Kupplung zu losen, da dies zu Schaden an Teilen oder zu
Sicherheitsunfallen fihren kann.

9. Starten Sie das Motorrad nicht, wenn ein Mangel an Kraftstoff oder Motordl besteht.
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5.4. Fahren mit dem Motorrad

Vordere Stufe Vordere Aufnahmevorrichtung

DE ®_ ®

© o

Abb. 12 Schaltstellungsdiagramm

Schalthebel

Abb.13 Schalthebel

5.4.1. Schaltvorgang (Abbildung 12, Abbildung 13)

Dieses Fahrzeug hat sechs Gdnge mit konstantem Eingriff; die
Gange @ und @ sind niedrige Gange, die Gdnge @ und @ sind
mittlere Gange und die Gange @ und @ sind hohe Gange.
Beachten Sie die folgenden Vorgange zum Schalten:

1) Neutralschaltung @: Geben Sie mit der rechten Hand Gas,
greifen Sie mit der linken Hand schnell den Kupplungsgriff, treten
Sie mit dem linken FuR einmal auf den Schalthebel, um das
Getriebe in den @-Gang zu bringen, lassen Sie den
Kupplungsgriff mit der linken Hand allmahlich los und geben Sie
mit der rechten Hand allmahlich Gas. Die koordinierte Aktion lasst
das Motorrad gleichmaRBig im ersten Gang laufen.

2) @Gangschaltung @-Gang: Mit der rechten Hand das Gas
zuriicknehmen, mit der linken Hand schnell den Kupplungsgriff
ergreifen, mit dem linken Full den Schalthebel einmal einhaken,
um das Getriebe in den @-Gang zu bringen, lassen Sie den
Kupplungsgriff mit der linken Hand allmahlich los und geben Sie
mit der rechten Hand allmahlich Gas. Die koordinierte Aktion
sorgt dafiir, dass das Motorrad im zweiten Gang gleichmaRig lauft.
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3) @Die Methode zum Schalten in den @, @, @, @ Gang ist
die gleiche wie mit dem @-Gang in den @-Gang zu schalten.

4) Die Methode des Herunterschaltens ist die gleiche wie die
Methode des Schaltens im Leerlauf @

AWarnung:

1. Es ist strengstens verboten, einen Gang umzuschalten, wenn der Gasgriff nicht zurtickgestellt wurde und der
Kupplungsgriff nicht festgehalten wird, da dies sonst leicht zu Schaden am Motor und am Getriebesystem filhren und
Sicherheitsunfalle verursachen kann.

2. Vergewissern Sie sich beim Schalten, dass der Schalthebel getreten wurde, und lassen Sie dann den Kupplungsgriff los.

3. Wenn der Kupplungsgriff wiahrend des Schaltvorgangs festgehalten wird, ist die Kupplung ausgekuppelt und das
Motorrad lauft durch Tragheit. Daher sollte die Schaltzeit so weit wie moglich verkiirzt werden.

4. Wenn beim Fahren mit hoher Geschwindigkeit der Gang plotzlich heruntergeschaltet oder der Gasgriff zurtickgedreht
wird, ist die Motordrehzahl niedriger und die Hinterraddrehzahl hoher. Wenn der Kupplungsgriff losgelassen wird, greift
die Kupplungsscheibe durch Reibung ein und verzogert, wodurch das Hinterrad bremst, die Kontrolle verliert und einen
Unfall verursacht. Daher missen die Bremsen verwendet werden, um beim Wechsel von hoher zu niedriger
Geschwindigkeit zu verlangsamen und dann den Gang herunterzuschalten.

5. Es ist strengstens untersagt, im niedrigen Gang mit hoher Geschwindigkeit zu fahren, und es ist strengstens
untersagt, im hohen Gang mit niedriger Geschwindigkeit zu fahren, da sonst der Motor beschadigt wird.

6. Der hohe Gang muss vor dem Beschleunigen eingelegt werden, damit der Motor im normalen Drehzahlbereich lauft.

Kein Gang kann die Motordrehzahl zu hoch ansteigen lassen.
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MHinweis:

1. Reduzieren Sie vor dem Herunterschalten die Fahrzeuggeschwindigkeit oder erhéhen Sie die Motordrehzahl. Erhéhen
Sie vor dem Einlegen des hohen Gangs die Fahrzeuggeschwindigkeit oder reduzieren Sie die Motordrehzahl. Dies
verhindert unnoétigen Verschleill der Komponenten des Getriebesystems und der Hinterreifen.

2. Wenn der Gang im Leerlauf ist und die Leerlaufanzeige leuchtet, ist es am besten, den Kupplungsgriff langsam zu
I6sen, um zu priifen, ob er wirklich in die Leerlaufstellung geschaltet werden kann.

5.4.2 Bergauf- oder Kurvenfahrt (Abbildung 14)

1) Wenn Sie bergauf fahren und der Gang zu hoch eingelegt ist, reicht die Leistung nicht aus, um das Fahrzeug
abzubremsen. Daher muss der Gang vor dem Bergauffahren schnell heruntergeschaltet werden.

2) Beim Abwartsfahren an einem langen Gefdlle muss der Gang heruntergeschaltet werden, und die vorderen und hinteren Bremsen
sollten intermittierend eingesetzt werden. Wenn die vorderen und hinteren Bremsen Uber einen léngeren Zeitraum ununterbrochen
betatigt werden, (iberhitzen die Bremsen und die Bremswirkung lasst nach, was eine Gefahr darstellt.

3) Wenn Sie bergab fahren, diirfen Sie nicht die Zlindung ausschalten oder den Schutzausschalter des Motors ausschalten,
um zu rollen, da sonst die Lebensdauer des Katalysators im Auspufftopf verkiirzt wird.

4) Vor dem Abbiegen missen Sie zuerst die Bremsen betatigen, um die Fahrzeuggeschwindigkeit zu verringern, und dann
den Gang herunterschalten. Andernfalls ist die Geschwindigkeit beim Abbiegen zu hoch, um aus der Kurve zu fahren, oder

die Bremse wird beim Abbiegen betétigt, was zu einem gefahrlichen Unfall fihren kann.
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Vorderer Griffhebel

Hinteres Bremspedal

e {f
¢

ﬂ Abb.12 Bremsposition

5.4.3 Verwendung der Bremse

1) Wenn Sie abbremsen miissen, sollten Sie die vordere und hintere Bremse gleichzeitig betatigen. (Halten Sie den Griff der
Vorderradbremse langsam mit der rechten Hand und treten Sie langsam mit dem rechten Fulk auf das hintere Bremspedal,
um zu vermeiden, dass Sie die Vorder- und Hinterradbremse getrennt betatigen). Vermeiden Sie es, zu schnell
abzubremsen, da sonst die Kupplung durchrutschen kénnte.

2) Schalten Sie in Notsituationen den Schutzausschalter aus und bremsen Sie gleichzeitig mit der Vorder- und Hinterradbremse.

3) Vermeiden Sie plotzliches Bremsen so weit wie méglich. Denn das plétzliche Bremsen fiihrt zum plétzlichen Anhalten
der Vorder- und Hinterrader, wodurch das Fahrzeug schwer zu kontrollieren ist.

4) Vermeiden Sie plotzliche Beschleunigung, plotzliches Bremsen und scharfe Kurven auf glatten oder unbefestigten
StraRen. Verhindern Sie ein seitliches Abrutschen des Fahrzeugs, das schwer zu kontrollieren ist.

5.4.4. Parken

1) Drehen Sie den Gasgriff allmahlich zuriick, um das Gas zu reduzieren.
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2) Halten Sie gleichzeitig mit der rechten Hand langsam den vorderen Bremsgriff fest und treten Sie mit dem rechten FuR
langsam auf das hintere Bremspedal, um zu vermeiden, dass die vordere und hintere Bremse getrennt betatigt werden.

3) Wenn die Fahrzeuggeschwindigkeit abnimmt, schalten Sie einen Gang zurtick.

4) Halten Sie den Kupplungsgriff fest, legen Sie den Leerlauf ein und halten Sie dann ganz an. Nachdem der Leerlauf
eingelegt ist, leuchtet die Leerlaufanzeige auf dem Armaturenbrett auf.

5) Wenn Sie mit einem Stander an einer leichten Steigung parken wollen, sollten Sie einen niedrigen Gang einlegen, und
die Front des Fahrzeugs sollte bergauf gerichtet sein, um ein Umkippen zu vermeiden. (Achten Sie darauf, dass Sie beim
Wiederanfahren die Neutralstellung einlegen)

6) Schalten Sie das Ziindschloss aus; im Notfall kénnen Sie direkt den Schutzausschalter ausschalten, um den Motor abzustellen.

7) Verriegeln Sie die Lenkung und ziehen Sie den Schliissel ab, um den Diebstahl zu verhindern.

& Gefahr:

1. Je hoher die Fahrzeuggeschwindigkeit, desto langer der Bremsweg. Daher muss ein sicherer Abstand zwischen
den Fahrzeugen eingehalten werden, um Auffahrunfille zu vermeiden. (Oft wird nur die Hinterradbremse
verwendet, was den Verschlei der Bremsanlage beschleunigt und den Bremsweg immer ldnger werden l3sst)

2. Die ausschlieBliche Verwendung der Vorder- oder Hinterradbremse fiihrt zu Schlupf und Kontrollverlust; auf
nassen und rutschigen StraBen und in Kurven muss das Bremssystem mit Vorsicht verwendet werden;

Notbremsungen auf unebenen oder glatten Stral3en fiihren zum Kontrollverlust iiber das Motorrad.
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VI. Wartung

6.1. Tabelle der Wartungsintervalle

Das Motorrad sollte regelméaRig entsprechend der in Tabelle 4 angegebenen Zeit und Kilometerleistung gewartet werden.
Das Fahrzeug muss vor der Wartung gereinigt werden.

Wartungszeiten

Wartungszeitrau

Kilometerzahler km (Anmerkung @)

1000k
m 4000km 8000km 12000km Anmerkung
Wartungsposition m
Beschéadigungen und Verschleil? sollten rechtzeitig
% Tank, Schlduche Vor dem Gebrauch
repariert oder ersetzt werden
* Gasgriff I I I Vor dem Gebrauch
% KihImittel Alle 2 Jahre ersetzen Inspektion vor der Verwendung
Anmerkungen

Luftfiltereinsatz

®©

Alle 40 Stunden oder 1000km/I; alle 80 Stunden oder 2000km/C; alle 8000km/R

Zindkerze

Alle 2000km oder 80 Stunden/I; alle 8000km/R
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Motorschmierdl

Wechseln Sie es einmal, wenn ein neues Motorrad 1000 km gefahren ist, und dann alle 4000 km ungefahr.

Schmierolfilter

Wechseln Sie es einmal, wenn ein neues Motorrad 1000 km gefahren ist, und dann alle 4000 km ungefahr.

Kette\Ritzel

Anmerkung @ I

und L werden

Anmerkung @ | und L werden alle 500km durchgefiihrt

alle 500km
durchgefiihrt
% Reibscheibe der | lund R ggf. alle
I und R ggf. alle 1000km
Bremse 1000km
% % Bremsol Alle 2 Jahre ersetzen
% % Vordere und hintere
Anmerkung (3) I I I I vor der Verwendung
Bremsanlage
% Schalter I I 1 I vor der Verwendung
% Lichter, Lautsprecher I I I I vor der Verwendung
* Batterie pro Monat I I 1 I
Sicherung I I I I
Anschlussleitung I I I I

% % Ventilspiel

Anmerkung @

Anfanglich: 1000km/I fiir ein neues Motorrad;
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4000km/I fur jede weitere Fahrt

* Kupplung Alle 4000km oder 80 Stunden/I vor der Verwendung
% Federsystem I 1 I I
* Befestigung  von
I I I I | vor der Verwendung
Schrauben und Muttern
% Rad 1 1 I I | vor der Verwendung
% % Lenkradlager
Anmerkung (3) I I I I
(Lenksaulendrucklager)
% % Motorenwartung Anmerkung @ I I I I

Die Symbole in der obigen Tabelle sind: "I" rechtzeitige Wartung, Reinigung, Einstellung, Schmierung oder Austausch; "C"
Reinigung; "R" Austausch; "L" Schmierung.

Keine Der Artikel wird von lhnen gewartet, oder Sie kénnen sich zur Wartung an den zustdndigen Handler wenden.

Ein % Artikel wird vom Personal des ausgewiesenen Handlers gewartet; wenn Sie iber Spezialwerkzeug, Ersatzteile oder
Reparaturfdhigkeiten verfiigen, konnen Sie ihn auch selbst reparieren und warten.

Zwei % % die Wartung kann aus Griinden der Fahrsicherheit nur vom Personal des ausgewiesenen Handlers durchgefiihrt
werden.

Anmerkung @ bedeutet: Beim Fahren in staubigen Gebieten sollte der Reinigungszyklus verkirzt werden.

Anmerkung @ bedeutet: Wenn der Kilometerstand die héchste Zahl in der Tabelle Ubersteigt, wird der Wartungs- und
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Reparaturzyklus trotzdem entsprechend der in der Tabelle angegebenen Kilometerzahl wiederholt.

Anmerkung @ bedeutet: Nur das Personal eines ausgewiesenen Handlers darf die Wartungs- und Einstellarbeiten durchfiihren.

6.2. Inspektion, Auswahl und Austausch des Motorschmierols

Die Wirkung des Schmierdls auf den Motor: Verringerung der Reibung, Erhohung der Dichtigkeit, Kiihlung
der Teile, Reinigung der Teile und Verhinderung von Rost.

Wenn die Qualitat des Schmierdls schlecht ist, die Verwendungsdauer zu lang ist oder die Menge des
Schmierdls nicht ausreicht usw., wird der Verschleil’ der Motorteile beschleunigt und die Lebensdauer des
Motors verkirzt; es kann sogar zu einer zu hohen Motortemperatur, zum Verschleif oder Durchbrennen
der Kupplung, zu Leistungsabfall, abnormalen Gerdauschen kommen.

[Priifen] (Bild 15)

Der Olstand muss vor jedem Gebrauch Giberpriift werden. An der
rechten Kurbelgehiuseabdeckung befindet sich ein Olfenster.
Starten Sie den Motor, lassen Sie ihn 3 Minuten lang laufen und

Stopfen  des warten Sie 3 Minuten, bis der Motor abgestellt ist. Stellen Sie das

. I
Kraftstofffilter ~_ ¥ . . . .
T Motorrad auf einer ebenen Flache ab, wobei das gesamte

Fahrzeug senkrecht zum Boden steht. Zu diesem Zeitpunkt sollte
g der Olstand zwischen der oberen und unteren Skalenlinie des
Olfensters liegen.

Wenn das Schmier6l nicht ausreicht, offnen Sie direkt die

Untere Oleinfillschraube und fiillen Sie eine entsprechende Menge

Olablassschraube—~" Markierung
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Schmierdl ein. Prufen Sie nach dem Einsetzen der Einfiillschraube
auf Dichtheit.

SAE10W-30

Abb.15 Schmierdlkontrolle SN SAE15W-40

SAE20W-50

e ] [Optional] (Abb.16)

| \ I Schmierstoffmarke: SN 15W-50

{ I ‘ Anforderungen an die Schmierstoffqualitat: SN-Niveau oder héher

e Die Verwendung von hochwertigem Viertakt-Motorschmierél kann die Lebensdauer des

l I I Motors verlangern. Die Auswahl muss entsprechend der ortlichen Temperatur erfolgen
-20C -10°C 0°C 10°C  20°C 30C 40C (siehe Abb||dung 15)‘

Abb.16 Schmierstoffauswahl Wenn die ortliche Temperatur steigt, sollte Schmierél mit hoher Viskositat, wie

SAE15W-40, verwendet werden; wenn die ortliche Temperatur sinkt, sollten Schmiermittel mit niedriger Viskositat, wie
SAE10W-30, verwendet werden.

AWarnung:

1. Die Verwendung von minderwertigem Schmierdl beeintrichtigt die Leistung und Lebensdauer des Motors
erheblich.

2. Wenn das Schmierdl iiber einen ldngeren Zeitraum nicht gewechselt wird, verschlechtert sich der Zustand des
Schmierdls, und das verschlechterte Schmierdl verursacht einen ilibermaBigen Verschlei? des Motors und der
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[Ersatz]

Das Schmierdl sollte wahrend der Einfahrzeit eines neuen Fahrzeugs innerhalb von 1000 km vollstdndig ausgetauscht
werden; nach der Einfahrzeit sollte das Schmiermittel etwa alle 4000 km gewechselt werden.

1. Stellen Sie den Motor ab, nachdem er 3 Minuten lang gelaufen ist, und stellen Sie einen Olbehélter unter die Motorélablassschraube.

2. Lassen Sie nach 3 Minuten das Schmierdl aus dem Motor ab (Vorsicht: Verbrennungen durch den Motor oder das
Schmierél sind zu vermeiden). Schrauben Sie die Olschraube ab, |6sen Sie die Mutter und nehmen Sie den Filterdeckel, die
Feder, das Filterelement usw. aus der Maschine heraus.

3. Nach dem Ablassen des Ols miissen Ablassschraube und Filterdeckel gereinigt werden; das Filterelement austauschen
und priifen, ob der Dichtungsring intakt ist. Wenn er beschadigt ist, ersetzen Sie ihn durch einen neuen; installieren Sie
dann das Filterelement, die Feder, den Dichtungsring und den Filterdeckel.

4. Fiillen Sie ca. 2 | neues Schmierdl (iber den Einfiillstutzen ein. Wenn Sie das neue Filterelement ersetzen, benétigen Sie
2,2 | neues Schmierdl. Priifen Sie, dass kein Ol auslduft, und bringen Sie dann die Einfiillschraube an.

5. Lassen Sie den Motor 3 Minuten lang bei verschiedenen Drehzahlen laufen. Priifen Sie wahrend des Betriebs, ob die
demontierten Teile undicht sind. Warten Sie 3 Minuten lang, bis der Motor abgestellt ist. Wenn der Olstand im Leerlauf
noch unter dem Skalenstrich unter dem Olfenster liegt, sollte eine entsprechende Menge Schmierdl nachgefiillt werden. Es
muss erneut auf Undichtigkeiten geprift werden.

Haufige Griinde fir eine Verschlechterung des Schmierdls:
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1. Die Schmierdltemperatur ist zu hoch und verschlechtert sich spontan.

2. Schmierstoffe mit unterschiedlichen Bezeichnungen werden miteinander vermischt und verderben.

3. Es gibt immer mehr Metallspéne, die durch die Reibung der Maschinenteile entstehen.

4. Es gibt viel Staub und Verunreinigungen im Schmierdlbehilter.

5. Der Spalt zwischen dem Kolben und dem Zylinder ist zu gro, um Abgase entweichen zu lassen, und bei der m

Verbrennung des Kraftstoffs entsteht Kohlenstoffschlacke.

& Gefahr:

1. Das Auspuffrohr des Motorschmierdls und der Schalldampfer kénnen Personen verbrennen. Bevor Sie das alte
Schmierdl ablassen, warten Sie, bis die Ablassschraube und das Auspuffrohr abgekiihlt sind.

2. Kinder und Haustiere kénnen sich verletzen, wenn sie versehentlich Schmier6l trinken. Denken Sie stets daran:
Langfristige Exposition gegeniiber Schmierstoffen kann Hautkrebs verursachen. Kurzfristige Einwirkung von Schmierél
kann die Haut reizen. Halten Sie Kinder und Haustiere von Schmierstoffen fern. Um Hautreizungen beim Wechseln von
Schmierstoffen zu vermeiden, tragen Sie bitte langdrmelige Kleidung und Schutzhandschuhe (auch beim Waschen von

kontaminierter Kleidung). Wenn die Haut mit dem Schmierdl in Beriihrung kommt, waschen Sie es griindlich mit

AWarnung:
Wenn nicht das vorgeschriebene Motorol verwendet wird, kann der Motor beschadigt werden.
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“Hinweis:
Bitte entsorgen Sie das Altol ordnungsgemaft, schiitten Sie es nicht in den Miilleimer oder direkt auf den Boden, um
die Umwelt nicht zu verschmutzen. Wir empfehlen lhnen, das Alt6l in einen versiegelten Behilter zu fiillen und an lhr

ortliches Recyclingzentrum zu schicken.

6.3 Auswahl und Austausch der Ziindkerzen

[Optional] (Abbildung 17)

Elektroden- jﬁ Ziindkerzenmodell: CR8E
bstand
abstan Gegeniiberliegende Seite der Ziindkerzenhiilse: 16mm

0.870. 9mm
Abb.17 Zindkerze

[Priifen und austauschen

1. Der Austauschzyklus der Ziindkerze ist: einmal alle 8000 km.

2. Nehmen Sie den Zindkerzenstecker ab, entfernen Sie den umliegenden Schmutz, verwenden Sie den
Zindkerzenschliissel aus der Werkzeugtasche, um die Ziindkerze zu entfernen, und verwenden Sie eine Drahtblrste, um
die Kohlenstoffablagerungen und den Schmutz auf der Ziindkerze zu entfernen.

3. Priifen Sie, ob die Zindkerze beschadigt ist, ob der Elektrodenabstand abgetragen ist und ob die Dichtung intakt ist;
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wenn sie beschadigt ist, sollte sie ersetzt werden.

4, Priifen Sie den Elektrodenabstand mit einer hochprazisen Fihlerlehre, der normale Elektrodenabstand betragt 0,8 - 0,9mm.

5. Beim Einbau der Ziindkerze: Schrauben Sie die Ziindkerze zuerst mit der Hand in das Gewinde und ziehen Sie sie dann
mit einem Zlndkerzenschlissel fest.

6.4. Reinigung und Demontage des Luftfilters

[Reinigen oder austauschen]

1. Das Filterelement des Luftfilters muss regelmaRig gewartet werden: Das Filterelement muss alle 40 Stunden oder 1000
km kontrolliert, gereinigt und rechtzeitig justiert werden; der Luftfilter muss alle 80 Stunden oder 2000 km gereinigt
werden; ein neues Filterelement muss alle 8000 km eingesetzt werden.

2. Wird das Motorrad in einer schlammigen, feuchten oder staubigen Umgebung verwendet, sollte der Zyklus der
Reinigung oder des Austauschs des Filterelements verkiirzt werden.

3. Wenn das Filterelement zu schmutzig ist, Wasser eindringt oder es beschadigt ist, muss ein neues Filterelement eingesetzt werden, da
sonst der Lufteinlasswiderstand zunimmt, die Motorleistung abnimmt und der Kraftstoffverbrauch steigt. Wenn der Luftfilter sauber
gehalten wird, kann die Arbeitseffizienz des Motors verbessert und die Lebensdauer des Motors verlangert werden.

4. Dieses Motorrad ist ein Papierfilterelement. Beim Reinigen kdnnen Sie vorsichtig auf den Boden klopfen, um den
meisten Staub abzuschitteln. Wenn eine Druckluftstation vorhanden ist, kdnnen Sie von innen nach auRen blasen, um den
Staub zu entfernen. Wenn der Staub in das Filterpapier eingedrungen ist oder das Filterpapier mit Ol, Wasser usw.
befeuchtet ist, muss ein neues Filterelement eingesetzt werden.

5. Entfernen Sie bei der regelmiRigen Wartung das Olsammelrohr und lassen Sie das darin befindliche Altdl ab. Das

Olsammelrohr befindet sich unter dem Luftfilter.
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1. Entfernen Sie die 4 Schrauben der Seitenabdeckung des
Luftfilters und die Befestigungsschrauben des Filterelements.
Nehmen Sie den Filtereinsatz heraus.

2. Montage: Gehen Sie in umgekehrter Reihenfolge wie bei

der Demontage vor.

Abbildung 18 Position des Luftfilters

Warnung:

1. Es ist gefahrlich, den Motor zu starten, wenn der Filtereinsatz nicht eingebaut ist. Ohne die Barriere des Filterelements wird die
Flamme des Motors vom Motor in den Ansaugraum des Luftfilters zuriickgespritzt, und der Schmutz wird ebenfalls in den Motor
gesaugt, was zu schwerem Verschleild des Motors fiihrt. Daher ist es verboten, den Motor ohne eingebauten Filtereinsatz zu starten
und zu betreiben.

2. Lassen Sie beim Waschen des Motorrads kein Wasser in den Luftfilter eindringen.

3. Wenn der Filtereinsatz beschadigt ist, muss er durch einen neuen ersetzt werden. Bei der Reinigung des Luftfilters ist zu priifen, ob
der Filtereinsatz beschadigt ist.

4. Wenn der Filtereinsatz nicht richtig eingebaut ist, gelangt Staub um den Filtereinsatz herum in den Motor und beschadigt ihn.

Vergewissern Sie sich, dass der Filtereinsatz in der richtigen Position eingebaut und richtig abgedichtet ist.
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6.5. Uberpriifung und Einstellung des Gasgriffs
[Kontrolle] (Bild 19)

1. Priifen Sie, ob sich die Vorderseite des Fahrzeugs von ganz links nach ganz rechts ordnungsgemald dreht und ob der
Anschlag ordnungsgemaR ist.
2. Prifen Sie, ob sich der Gasgriff von der vollstandig ge6ffneten bis zur vollstandig geschlossenen Position flexibel drehen

lasst und ob er automatisch in die Position zurlickkehren kann, wenn der Griff losgelassen wird. m

3. Prifen Sie, ob das Gaszugkabel flexibel und einwandfreiist.  untere Einstellmutter
\ Kontermutter

=

Abb.19

Obere Einstellmutter Kontermutter
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[Einstellung]

1. Der freie Hub des Gasgriffs: 2- 6mm.

2. Der obere Einstellmagnet kann fein eingestellt werden, und der untere Einstellmagnet (die Verbindung zwischen dem
Gasgriffventil und dem Gaszug) kann fiir einen bestimmten Hub eingestellt werden.

3. Losen Sie bei der Feineinstellung zunachst die Kontermutter am oberen Einstellmagneten und drehen Sie dann den
oberen Einstellmagneten zum Einstellen.

4. Wenn Sie einen groBeren Einstellbereich vornehmen, |6sen Sie die Befestigungsmutter und stellen Sie den Freihub auf 2
- 6mm ein.

5. Der Gaszug sollte regelmaRig mit Schmierdl gefiillt werden, um den Abrieb des Drahtseils zu verringern; der Gaszug darf

nicht geknickt werden.

DGefahr:

1. Der Gaszug ist unsachgemaR verlegt und sollte wieder richtig eingebaut werden.

2. Wenn der Gaszug verdreht ist, festsitzt oder nicht zuriicklaufen kann, muss der Gaszug ersetzt werden.

3. Nach der Einstellung des Gaszuges auf freien Hub muss sichergestellt sein, dass der Gasgriff automatisch in die
Position zuriickkehren kann und die Leerlaufdrehzahl nicht ansteigt. Gleichzeitig darf sich nach der Einstellung die

Leerlaufdrehzahl des Motors nicht erh6hen, wenn das Fahrzeug vorne gedreht wird.
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[Gasgriff]

Die Begrenzungsschraube an dem Gasgriff ist genau eingestellt, und Sie kdnnen sie nicht selbst verstellen. Priifen Sie, ob die
Leerlaufdrehzahl des Fahrzeugs stabil ist (nachdem der Motor vollstandig warmgelaufen ist, sollte die Leerlaufdrehzahl des
Motors zwischen 1350 und 1650RPM pro Minute liegen). Wenn die Leerlaufdrehzahl nicht stabil ist, bitten Sie bitte das
professionelle Servicepersonal der von unserem Unternehmen benannten Wartungseinheit, dies zu Gberpriifen und zu beheben.

6.6. Einstellung der Kupplung
(Abbildung 20)
Der freie Hub des Kupplungsgriffs betragt: 5-10mm.

Die Rolle der Kupplung: (Abbildung 20)
Obere Einstellmutter 1. Die Motorkurbelwelle und das variable

upper adjustment nut Geschwindigkeitsiibertragungssystem kdnnen sanft

und weich kombiniert werden, um einen
reibungslosen Start des Motorrads zu gewahrleisten.
2. Die Motorkurbelwelle und das stufenlose
Getriebesystem kénnen schnell und vollstandig
getrennt werden, um sicherzustellen, dass das
Motorrad beim Schalten keine Erschiitterungen
erzeugt.

3. Es kann verhindern, dass die Teile des

Getriebesystems durch GiberméaRige Belastung
beschadigt werden.
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VII. Inspektion und Einstellung des Riemens

Riemenmodell: STD1816

[Kontrolle] (Bild 21)

Priifen Sie vor jeder Fahrt, ob das Riemenantriebssystem
ordnungsgemal? funktioniert. Wenn Sie einen Defekt oder
eine Beschadigung feststellen, miissen Sie diese sofort

Uberprifen und reparieren und gegebenenfalls die Teile des

GroRe
/ Riemen- Antriebssystems austauschen, die nur von einem
Kleine scheibe

Riemenscheibe qualifizierten Handler bezogen werden kénnen. Ihr

Fachhandler kann Verschleilerscheinungen erkennen und ggf.
Abbildung 21 Riemenantrieb
bendtigte Teile austauschen. Bringen Sie das Fahrzeug daher

bei Bedarf zur Uberpriifung zum Handler.
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[Einstellung]
Die Spannung des Riemenantriebs muss mit professionellem Werkzeug ermittelt werden. Wenn Sie die Riemenspannung
ermitteln oder einstellen missen, wenden Sie sich bitte an den Fahrzeughandler. Stellen Sie sie nicht selbst ein.

[Auswechseln]

1. Entfernen Sie das grofe Ritzel und das kleine Ritzel mit entsprechendem Werkzeug;

2. Montieren Sie die groRe Riemenscheibe, die kleine Riemenscheibe und den Transmissionsriemen in der umgekehrten
Reihenfolge der Demontage und stellen Sie den Kettenschwung ein;

3. Achten Sie auf die Installation des Riemens und die Fehlerbehebung: Wenn der Riemen falsch gehandhabt wird, kann
die Spannschnur reilen.

Dies fuhrt dazu, dass der Riemen an Zugfestigkeit verliert und reifSt, und es besteht die Gefahr eines Ausfalls!
eVermeiden Sie es, den Riemen zu knicken, zu biegen, zu verdrehen, zu verknoten oder umzudrehen, und verwenden Sie
ihn niemals als Riemenpeitsche.

eHeben Sie den Riemen bei der Montage nicht mit dem Ritzel an.

Verwenden Sie keine (scharfkantigen) Werkzeuge, um den Riemen zu manipulieren.

eDer Riemen darf nicht gedlt oder geschmiert werden.

eVersuchen Sie nicht, den Riemen zu 6ffnen oder zu reparieren.
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VIII. Inspektion und Einstellung der Vorderradbremse

Abb.22 ABS-System

Das ABS-System besteht aus einem Hydraulikaggregat, einem
ABS-Steuergerdt und einer Olriickférderpumpe, die unter dem Sitz
angebracht sind. An den Vorder- und Hinterradern befindet sich jeweils ein
Raddrehzahlsensor.

Das ABS arbeitet mit zwei unabhangigen Bremskreisen (Vorderradbremse und
Hinterradbremse). Im normalen Betriebsmodus ist die Funktion des
Bremssystems die gleiche wie bei einem herkdmmlichen Bremssystem ohne
ABS. Erst wenn das ABS-Steuergerat erkennt, dass ein Rad zum Blockieren
neigt, beginnt das ABS zu funktionieren, indem es den Bremsdruck anpasst.
Dieser Einstellvorgang ist durch ein leichtes Nachfedern des vorderen

Bremsgriffs oder des Bremspedals spirbar.

Nach dem Einschalten der Zindung muss die ABS-Warnanzeige aufleuchten und nach dem erneuten Anfahren erléschen.

Wenn die ABS-Warnanzeige nach dem Starten nicht erlischt oder wahrend der Fahrt aufleuchtet, deutet dies auf einen

Fehler im ABS-System hin. Das ABS kann zu diesem Zeitpunkt nicht mehr aktiviert werden. Die Rdder kdnnen beim

Bremsen blockieren. Das Bremssystem selbst funktioniert noch, nur das ABS-Regelsystem fallt aus.
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AWarnung:

1. Nur wenn das ABS deaktiviert ist, kann sich das Hinterrad drehen, wenn die Vorderbremse angezogen wird.

2. Veranderungen, wie z. B. Verkiirzung oder Verlangerung des Dampfungshubs, Verwendung anderer Felgendurchmesser,
anderer Reifen, falscher Reifendruck, andere Bremsbelage usw., kdonnen dazu fiihren, dass das ABS-System nicht mehr
funktioniert. Die optimale Funktion des ABS-Systems kann nur gewahrleistet werden, wenn die von uns empfohlenen Ersatzteile
und Reifen im Bremssystem verwendet werden.

3. Bitte fiihren Sie Wartungen und Reparaturen nach Bedarf durch.

Inspektion und Einstellung der Vorderradbremse

eMessen Sie den Freihub des vorderen Bremsgriffs: 5- 10mm.

Bremsleitungsschelle . X . .
eMessen Sie die Dicke der vorderen Bremsscheibe und des

Bremspumpe Bremsbelags.
ePriifen Sie den Olstand in der Olwanne; priifen Sie, ob der
Bremssattel ordnungsgemal’ ist; priifen Sie die Bremsolleitung und
die Bremse.
Kontrollieren Sie den Olstand im Olbehélter; priifen Sie, ob der

Bremssattel in Ordnung ist; kontrollieren Sie die Bremsolleitung und

den Bremssattel; priifen Sie den Verschlei® der Bremsscheibe.

Bremsleitungsscheibe Wenn Sie bei der Betdtigung des Bremsgriffs das Gefiihl haben, dass
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der Druck auf den Griff nicht ausreicht, befindet sich Luft im
Bremssystem; die Luft im Bremssystem sollte vor dem normalen
Gebrauch vollstdndig abgelassen werden; andernfalls wird die
Bremsleistung verringert oder die Bremse versagt. Diese Arbeiten
sollten von einem Vertragshandler durchgefiihrt werden.

Awarnun g:

1. Es sollte folgendes hinzugefiigt werden: Bremsél auf Nicht-Erd6lbasis mit DOT3 oder DOT4; verschiedene Marken kdnnen nicht
gemischt werden;

2. Bremsol ist stark atzend, spritzen Sie es nicht auf die Oberflache von lackierten oder Kunststoffteilen; wenn Sie es versehentlich
trinken, sollten Sie das Erbrechen erzwingen; wenn es in Ihre Augen oder auf Ihre Haut gelangt, sollten Sie es sofort mit viel Wasser
ausspiilen und einen Arzt aufsuchen;

3. Hydraulische Scheibenbremsen arbeiten unter hohem Druck. Um die Sicherheit und Zuverlassigkeit zu gewahrleisten, sollten die

Reibkl6tze und das Bremsol nicht langer als die Wartungszeit gewechselt werden;

4. Wenn die hydraulische Scheibenbremse repariert werden muss, darf sie nur von professionellen Technikern repariert werden.

LAnmerkung:

Die Bremse ist ein duBerst wichtiges Bauteil, um die personliche Sicherheit des Fahrers zu gewahrleisten, und die
Bremse sollte regelmaRig tiberpriift und eingestellt werden.

Tauschen Sie eine neue Bremsscheibe oder einen neuen Bremsbelag aus und fahren Sie nicht sofort los, sondern
betétigen Sie zundachst mehrmals den vorderen Bremsgriff, bis die Bremsscheibe und der Bremssattel gut ineinander
greifen.
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XVIII. V302C elektrischer Schaltplan
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XVIIl Schema elettrico V302C
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